GT-PW (50YER)
Water-to-Water Series

WATER-TO-WATER PURON® SYSTEMS
SIZES 036, 060, AND 120 [8.7, 13.5 and 26.9 kW]

Revised Aug. | 2010




GT-PW Water-To-Water (50YER) Series

Table of Contents

DESIZN FEATUNES ..ovvvvvrrvvrrsirisirsssisssissssisssssssssissssssssissnens 169  Electrical Data 187
UNIt MOAE KEY .ovvvrvvvvvvvrvesivvrsssisssssssssesssssssssssessssssessessssene 71 50YER 036 & 060 Electrical Wiring Diagram..........c.... 188
AHRI/ISO/ASHRAE/ANSI 13256-2 Performance......... 172 50YER 120 Electrical Wiring Diagrami........emmemnns 189
Performance Data ... |73-183  Engineering Guide Specifications...........mnns 190
Performance Data Selection NOtes.......mmscersinn 84  Accessories & Options.. -191
PRYSICAl DAL oovvvvviirisivnssisessisssissssssssissssssssissssssssmissnens 85  Warranty Information.... L191
Dimensions - 50YER036, 060 & 120......crremeerisinn 86  Revision History..... 194

Carrier:Turn to the Experts.




Carrier Geothermal Heat Pump Systems

GT-PW Water-To-Water (50YER) Series Features

The GT-PW Water-To-Water (50YER) Series

The 50YER water-to-water series offers high efficiency with advanced
features, extremely quiet operation and application flexibility at
competitive prices. As Carrier's most adaptable Puron® HFC-410A
refrigerant units, the SOYER series can be used for radiant floor
heating, snow/ice melt, chilled water for fan coils, potable hot water
generation, hot/chilled water for make-up air, and many other types of
HVAC applications.

Available in sizes 036 [8.7 kW], 060 [13.5 kW] and 120 [26.9

kW] the 50YER series offers a wide range of units for most any
installation. The 50YER has an extended range refrigerant circuit,
capable of ground loop (geothermal) applications as well as water
loop (boilertower) applications. Standard features are many.
Microprocessor controls, galvanized steel cabinet, powder coat paint,
stainless steel front access panels and TXV refrigerant metering
device are just some of the features of the flexible 50YER series.

A double isolation compressor mounting system facilitates quiet
operation. Compressors are mounted on vibration isolation
grommets to a heavy gauge mounting plate, which is then isolated
from the cabinet base with rubber grommets for maximized
vibration/sound attenuation. Optional double-wall load heat
exchanger (for potable hot water generation) allows customized
design solutions.

The 50YER Series water-to-water heat pumps are designed to meet
the challenges of today's HVAC demands with a high efficiency, high
value solution.

Residential Products Technical Guide

Unit Features

*  Sizes 036 [8.7 kW], 060 [13.5 kW], and 120 [26.9 kW]

» Copeland scroll compressors

*  Dual refrigeration circuits on size 120

» Galvanized steel construction with epoxy powder coat paint

* Unique double isolation compressor mounting for quiet
operation

* Insulated compressor compartment

*  TXV metering device

» Extended range (20 to 120°F -6.7 to 48.9°C) operation

* Microprocessor controls standard

* " swivel-type water connections for distributor (residential)
models 036 & 060

*  Flush securely-mounted corner post water connections (no
backup wrench required) for model 120

*  Compressor “run” and “fault” lights on the front of the cabinet

* Seven Safeties Standard

» Optional double-wall load heat exchanger and HWG (hot water
generator - desuperheater)




GT-PW Water-To-Water (50YER) Series

GT-PW Water-To-Water (50YER) Series Features

Copeland™ High Efficiency Scroll Compressor

Optional Hot Water Generator With Internal Pump

Fully Insulated Water and Refrigerant Lines

Fully Insulated Compressor Section

Powder Coated Steel Cabinet For Long Life, Taupe Metallic

System Operating LED Lights

0000000

Unit Performance Sentinel: Automatic Alert System
Lets You Know If The System Is Not Running At Peak
Performance

Exclusive Dual Level Compressor Vibration Isolation For
Ultra Quiet Operation

Multiple Removable Access Panels for Service

Carrier: Turn to the Experts.




Carrier Geothermal Heat Pump Systems

Unit Model Key

[50][YER][036][C][C] D] [3]

Prefix Packaging

1 = Single Pack, Domestic

Revision Level

Series —M— <
YER = Puron Residential 1 = Current Revision 036
Water-to-Water 2 = Current Revision 060, 120
Unit Size —
036
060
120 L Voltage
3 =208-230/60/1
Load Heat Exchanger Option — .
C = Copper 9 P — Source Heat Exchanger Options
N = Cupro-Nickel Copper | Cupro-Nickel
| Without Hot Water Generator C N
|Standard D P

— Controls
C=CXM

Residential Products Technical Guide




GT-PW Water-To-Water (50YER) Series

AHRI/ISO/ASHRAE/ANSI |3256-2 Performance

ASHRAE/AHRI/ISO 13256-2. English (I-P) Units

Water Loop Heat Pump Ground Water Heat Pump Ground Loop Heat Pump

Cooling Heating Cooling Heating Cooling Heating
Model Indoor 53.6°F Indoor 104°F Indoor 53.6°F Indoor 104°F Indoor 53.6°F Indoor 104°F
Outdoor 86°F Outdoor 68°F Outdoor 59°F Outdoor 50°F Outdoor 77°F Outdoor 32°F

Capacity EER Capacity Capacity EER Capacity Capacity EER Capacity

Btuh Btuh/W Btuh cop Btuh Btuh/W Btuh cop Btuh Btuh/W Btuh cop
50YER036 | 32,300 14.60 43,100 4.90 36,200 23.10 35,300 4.00 33,300 16.40 27,400 3.10
50YER060 | 52,800 14.30 72,700 4.70 56,600 20.30 60,300 4.00 55,600 16.20 48,500 3.10
50YER120 | 105,600 14.10 145,400 4.60 113,200 20.10 120,600 3.90 111,200 16.00 97,000 3.10

All ratings based upon 208V operation
Indoor coil also called “Load” and outdoor coil also called “Source”

ASHRAE/AHRI/ISO 13256-2. Metric (S-I) Units

Water Loop Heat Pump Ground Water Heat Pump Ground Loop Heat Pump
Cooling Heating Cooling Heating Cooling Heating
Model Indoor 12°C Indoor 40°C Indoor 12°C Indoor 40°C Indoor 12°C Indoor 40°C
Outdoor 30°C Outdoor 20°C Outdoor 15°C Outdoor 10°C Outdoor 25°C Outdoor 0°C
Capacity EER Capacity Capacity EER Capacity Capacity EER Capacity
Watts Wiw Watts cop Watts W/w Watts cop Watts W/w Watts cop
50YER036 9,472 4.28 12,639 4.90 10,616 6.77 10,352 4.00 9,765 4.81 8,035 3.10
50YER060 | 15,484 4.19 21,320 4.70 16,598 5.95 17,683 4.00 16,305 475 14,223 3.10
50YER120 | 30,968 413 42,639 4.60 33,197 5.89 35,367 3.90 32,610 4.69 28,446 3.10

All ratings based upon 208V operation

Indoor coil also called “Load” and outdoor coil also called “Source”

Carrier:Turn to the Experts.




Carrier Geothermal Heat Pump Systems

Performance Data — 50YERO36 - Cooling

SOURCE LOAD
Flow Flow 4.5 GPM Flow 6.8 GPM Flow 9.0 GPM
Ewr weo | EVT WPD WPD WPD

F | gpm °F TC |Power [ HR |LWT EER TC | Power | HR | LWT EER TC |Power [ HR | LWT EER
pPsi| FT Mbtuh [ kW Mbtuh | °F psl | FT JMbtuh | kW | Mbtuh | °F psi | FT [ Mbtuh kW | Mbtuh [ °F PSI B
50 | 325 | 149 | a76 | 356|218 | 06 | 14 | 345 | 152 | 307 [ 208 [227 | 14 [ 82 | 353 | 15 | 405 [421 [ 232 | 26 | 59
60 | 368 | 153 | 420 |436 | 241 | 05 | 12 | 384 | 154 | 436 | 486 [ 249 | 13 [ 31 | 392 | 15 | 445 | 513 [ 253 [ 25 | 58
45 [ 13| 31 | 70 | 404 | 155 | 457 | 520|260 | 05 | 14 | 416 | 156 | 470 | 577 | 266 | 13 | 20 | 424 | 16 | 478 [ 606 | 270 | 24 | 56
80 | 432 | 157 | 486 |608 [27.5| 04 | 09 | 442 | 158 | 496 | 669 [ 280 | 12 | 28 | 448 | 16 | 503 | 700 | 281 | 23 | 54
9 | 451 | 158 | 505 |699 |286| 03 | 08 | 462 | 160 | 517 | 763 [ 289 | 1.1 | 26 | 466 | 16 | 521 [ 797 289 | 22 | 51
50 | 329 | 141 | 877 | 354 | 233 | 06 | 14 | 349 | 144 | 308 | 897 | 242 | 14 | 32 | 358 | 14 | 407 | 420 | 248 | 26 | 59
0 60 | 37.3 | 145 | 422 |434 [257 | 05 | 12 | 389 | 146 | 439 | 485 [ 266 | 13 [ 31 | 307 | 15 | 447 | 512 [ 271 | 25 | 58
68 | 34| 78 [ 70 | 400 | 147 | 460 [518|278| 05 | 11 | 422 | 148 | 472 | 575 | 284 | 13 | 20 | 420 | 15 | 480 | 605 | 288 | 24 | 56
80 | 438 | 149 | 489 |605 |204 | 04 | 09 | 448 | 150 | 400 | 667 | 209 | 12 | 28 | 454 | 15 | s06 | 699 | 300 | 23 | 54

90 457 1.50 508 | 69.7 [ 305 | 03 | 08

50 [ 333 [ 133 | 378 [352 254 [ 06 [ 14
60 | 378 | 136 | 424 |432 | 278 | 05 [ 12 | 304
90 |60 | 139 | 70 | 415 | 138 | 462 | 516 [300]| 05 | 1.1 | 427
80 | 443 | 140 | 491 | 603|317 | 04 | 09 | 454
90 I 463 | 141 | 511 | 694 ]330 03 | 08
50 | 304 | 196 | 368 | 366 | 153 | 06 | 14 | 321 | 195 | 388 | 40.5 | 164 | 14 | 32 | 330 | 20 | 39.7 | 427 | 167 | 26 | 59
60 | 341 | 198 | 409 |448 | 172 | 05 | 12 | 376 | 196 | 443 | 489 [ 192 | 13 | 31 | 366 | 20 | 433 | 519 | 187 | 25 | 58
45 |10 | 23 [ 70 | 300 | 201 | 459 | 527 194 | 05 [ 1.1 | 417 | 198 | 485 [ 576 | 210 | 1.3 | 29 | 309 | 20 | 467 [ 611 | 199 [ 24 | 56
80 | 427 | 203 | 497 | 610|214 | 04 | 10 | 454 | 201 | 523 [ 665 | 225 | 12 | 28 | 429 | 20 | 498 | 705 | 211 | 23 | 54
90 || 462 | 205 | 532 | 695|225 03 | 08
s0 [ 305 | 186 | 368 [365 | 164 [ 06 | 14 | 325 | 185 | 388 [ 404 [ 175 [ 14 [ 32 | 334 [ 19 | 398 [426 | 178 | 26 | 59
60 | 346 | 188 | 410 |446 | 184 | 05 [ 12 | 381 | 186 | 444 | 487 | 204 | 13 [ 31 | 374 19 | 434 | 518 | 199 | 25 | 58
70 | 68 [ 28| 65 | 70 | 305 | 190 | 460 |524 208 | 05 | 14 | 423 | 188 | 487 | 575 | 224 | 1.3 | 29 | 404 | 19 | 469 | 610|213 | 24 | 56
80 | 433 | 193 | 400 |608 |225| 04 | 09 | 460 | 191 | 525 [ 664 | 244 | 12 | 28 | 434 | 19 | 500 | 703 [ 225 | 23 | 54
90 || 468 | 195 | 534 | 692|240 03 | 08
s0 [ 308 | 174 | 368 [363 | 177 [ 06 [ 14 | 3290 | 174 | 388 [ 402 [ 190 | 14 [ 32 | 338 | 18 | 398 [ 425 [ 193 | 26 | 59
60 | 350 | 176 | 410 |444 | 100 | 05 | 12 | 386 | 175 | 445 | 486 [ 224 [ 13 | 31 | 375 | 17 | 435 | 517 | 215 | 25 | 58
90 |51 | 1o | 70 | 400 | 178 | 461 |22 |224| 05 | 14 | 428 | 177 | 488 | 573 | 242 | 1.3 | 29 | 409 | 18 | 470 | 609 | 230 | 24 | 56
80 | 438 | 181 | 500 |605 | 243 | 04 | 09 | 466 | 179 | 527 [ 662 | 260 | 12 | 28 | 440 | 18 | 502 | 702 | 243 | 23 | 54
90 | 474 | 183 | 536 | 689|260 | 03 | 08
50§ 270 | 265 | 957 | 380 | 106 | 06 | 14 ] 289 | 250 | 377 | 414 | 114 | 14 | 32 | 207 | 26 | 384 | 434 | 15 | 26 | 59
60 | 311 | 258 | 309 |462 | 121 | 05 | 12 | 340 | 260 | 428 [ 499 | 134 [ 13 | 31 | 336 | 26 | 423 | 525 [ 131 | 25 | 58
45 |08 | 18 [ 70 | 362 | 260 | 451 | 539|139 | 05 | 1.1 | 389 | 262 | 478 | 585 | 149 | 1.3 [ 29 | 374 | 26 | 462 | 617 | 144 | 24 | 56
80 | 405 | 262 | 494 |620 155 | 04 | 09 | 429 | 265 | 520 | 673 | 162 | 12 | 28 | 411 | 26 | s00 | 709 | 156 | 23 | 54
90 | 442 | 264 | 532 | 704 | 167 | 03 | 08
50 273 242 356 37.9 1.3 06 14 29.3 246 37.7 413 1.9 14 32 30.0 24 38.4 433 123 26 59
60 | 315 | 244 | 308 |460 | 129 | 05 | 12 | 344 | 246 | 428 | 498 | 140 [ 13 | 31 | 340 | 24 | 423 | 524 | 140 | 25 | 58
o0 | 68 |24 | 54 [ 70 | 367 | 247 | 451 |37 [149| 05 | 14 | 394 | 248 | 479 | 583 [ 159 | 13 | 29 | 378 | 25 | 462 | 616 | 154 | 24 | 56
80 | 410 | 249 | 495 | 618 | 165 | 04 | 09 | 435 | 251 | 524 [ 674 | 173 | 12 | 28 | 416 | 25 | 501 | 708 | 167 | 23 | 54
90 447 2.50 53.3 70.1 179 0.3 0.8

39.5
48.3
57.3
66.6

26.1
28.7
30.7
32.3

31 40.2 1.4 44.9 51.1 | 29.2 25 5.8
29 43.5 1.4 48.3 60.3 | 31.1 24 5.6
28 46.0 1.4 50.8 69.8 | 32.5 23 5.4

50 27.7 227 354 377 [ 122 | 06 14 296 231 375 41.2 14 32 23 432 26 59
60 31.9 229 39.7 458 | 139 | 05 12 34.8 231 427 49.7 13 31 23 52.3 25 5.8

9.0 45 103 70 37.2 2.31 45.1 535 | 16.1 0.5 1.1 39.9 233 47.8 58.2 1.3 29 23 615 24 56
80 415 233 49.5 615 | 178 | 04 0.9 2.35 52.1 67.0 28 23 70.6

90 | 453 | 235 | 533 | 699 | 193 | 03 | 08
50 | 233 | 327 | 344 |39.7 | 7.4 | 06 | 14 | 249 | 333 | 362 | 426 | 7.5 | 14 | 32 | 253 | 33 | 367 | 444 | 7.6 | 26 | 59
60 | 27.7 | 330 | 390 |477 | 84 | 05 | 12 | 204 | 333 | 408 | 513 | 88 | 13 | 31 | 302 | 33 | 416 | 533 | 91 | 25 | 58
70 | 321 | 333 | 435 |557 | 96 | 05 | 11 | 339 | 334 | 453 | 600 [ 102 | 13 | 29 | 349 | 33 | 463 | 623 | 104 [ 24 | 56
80 | 364 | 334 | 478 | 638 | 109 | 04 | 09 | 384 | 336 | 498 | 686 [ 114 | 12 | 28 | 304 | 34 | 509 | 713 | 117 | 23 | 54
50 | 235 [ 310 | 241 [395 | 76 |06 [ 14 | 252 | 316 | 360 [ 425 [ 80 [ 14 [ 32 | 257 | 32 | 364 [443 | 81 [ 26 | 59
60 28.1 3.14 38.8 475 9.0 0.5 12 29.8 3.16 406 51.2 9.4 13 31 306 32 414 53.2 97 25 5.8
70 325 3.16 433 55.6 10.3 0.5 1.1 343 317 45.1 59.8 10.8 13 29 353 32 46.2 62.2 1.1 24 56
80 36.9 3.17 47.7 63.6 11.6 0.4 0.9 38.8 3.19 49.7 68.5 12.2 1.2 28 39.9 32 50.8 711 12.5 23 5.4
50 238 291 338 39.4 82 06 14 255 2.96 35.6 424 8.6 14 32 26.0 3.0 36.1 44.2 8.8 26 59
60 284 294 385 474 97 0.5 12 30.2 2.96 403 51.1 10.2 13 31 31.0 3.0 411 53.1 10.4 25 5.8
70 329 2.96 43.0 55.4 11 0.5 1.1 348 297 449 59.7 "7 1.3 29 358 3.0 459 62.1 12.0 24 56
80 37.4 297 47.5 G-BA 126 0.4 0.9 39.3 2.99 49.5 6-53 13.1 1.2 28 40.4 3.0 5-06 71.0 13.5 2.3 5.4
50 | 207 | 355 | 328 |408 | 58 | 06 | 14 | 221 | 360 | 344 [ 434 | 61 | 14 [ 32 225 | 36 | 349 [450 | 62 | 26 | 59

110 6.75 20 4.7

60 253 3.59 376 48.7 71 0.5 12 26.9 361 39.2 52.0 75 13 31 276 36 39.9 53.9 76 25 5.8
70 30.0 3.60 423 56.7 83 0.5 1.1 317 3.61 440 60.6 8.8 13 29 326 36 45.0 62.8 9.0 24 56
120 80 34.4 3.61 46.8 64.7 9.5 0.4 0.9 36.2 3.64 48.6 69.3 9.9 1.2 28 37.2 3.6 49.7 7.7 10.2 23 5.4
50 | 210 | 339 | 326 |407 | 62 | 06 | 14 | 225 | 345 | 342 [ 433 | 65 [ 14 [ 32 | 229 | 35 | 347 | 449 | 66 | 26 | 59

90 | 38 | 88 60 257 | 343 374 | 486 | 75 | 05 | 12 § 273 | 345 | 391 | 519 | 79 [ 13 | 31 | 280 35 398 | 538 | 81 | 25 | 58
70 J 305 | 345 | 422 | 565 | 88 | 05 | 1.1 | 322 | 346 | 440 [ 605 | 93 | 13 [ 29 ] 331 35 | 449 | 626 | 95 | 24 | 56

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated

Residential Products Technical Guide




GT-PW Water-To-Water (50YER) Series

Performance Data — 50YERO36 - Heating

SOURCE LOAD
Flow Flow 4.5 GPM Flow 6.8 GPM Flow 9.0 GPM
By wep | EVT WPD WPD WPD
o o | HC [ Power | HE | T | op HC | Power [ HE [ wT | (oo HC | Power | HE | T | (o0
== Mbtuh | KW | Mbwh | °F por | Fr | Mbth | KW | Mbwh | CF psr | Fr | Mowh | KW [ Mbtun | cF = =

60 26.1 1.53 20.9 71.6 5.0 0.5 1.2 26.4 1.45 21.5 67.8 53 1.3 31 26.5 141 21.7 65.9 55 25 58
20 9.0 77 | 179 80 25.7 1.96 19.0 91.4 3.8 0.4 0.9 259 1.86 19.6 87.7 41 1.2 28 259 1.81 19.8 85.8 4.2 23 54
100 25.0 2.56 16.3 | 111.1 | 2.9 0.3 0.7 25.0 2.42 16.7 | 1074 | 3.0 1.1 2.5 24.9 2.36 16.9 | 105.5 | 3.1 21 4.9
60 2741 1.54 21.9 721 52 0.5 1.2 275 1.45 225 68.1 55 1.3 31 27.6 1.42 22.7 66.1 57 25 5.8
80 26.7 1.97 20.0 919 | 4.0 0.4 0.9 27.0 1.86 20.6 88.0 4.2 1.2 238 27.0 1.81 20.8 86.0 4.4 23 54
100 26.1 2.56 17.3 | 1116 | 3.0 0.3 0.7 26.1 243 17.8 | 107.7 | 3.2 1.1 25 26.0 236 18.0 | 105.8 | 3.2 21 49
120 251 3.32 13.8 [ 1312 22 0.2 0.5 24.9 3.14 142 | 1274 | 23 0.9 21 24.7 3.06 143 | 1255 | 24 1.8 4.3
60 28.4 1.54 232 726 54 0.5 1.2 28.8 1.46 23.8 68.5 5.8 1.3 3.1 28.9 1.42 241 66.4 6.0 25 58
80 279 1.97 21.2 924 | 4.2 0.4 0.9 28.2 1.87 21.8 88.4 4.4 1.2 238 28.2 1.82 22.0 86.3 4.6 23 5.4
100 271 257 18.3 | 112.0 | 3.1 0.3 0.7 27.2 243 18.9 | 108.0 [ 3.3 1.1 25 271 237 19.0 | 106.0 | 3.4 21 4.9
120 25.9 3.33 146 | 1315 | 23 0.2 0.5 25.7 3.15 15.0 | 1276 | 2.4 0.9 21 25.6 3.07 15.1 125.7 | 2.4 1.8 4.3
60 29.2 1.54 23.9 73.0 5.5 0.5 1.2 29.6 1.46 24.6 68.8 59 1.3 3.1 29.7 1.42 24.8 66.6 6.1 25 5.8
80 28.6 1.98 21.9 927 | 42 0.4 0.9 28.9 1.87 225 88.6 4.5 1.2 2.8 28.9 1.82 227 86.4 4.7 23 54
100 217 2.58 189 | 1123 | 3.2 0.3 0.7 27.8 244 19.5 | 108.2 [ 3.3 11 25 217 237 19.6 | 106.2 | 3.4 21 4.9
120 26.4 3.34 15.0 | 131.7 | 2.3 0.2 0.5 26.2 3.16 15.4 | 127.8 | 2.4 0.9 2.1 26.1 3.08 15.6 | 1258 | 2.5 1.8 4.3
60 30.7 1.41 25.9 71.5 6.4 0.5 1.2 31.2 1.33 26.7 67.9 6.9 1.3 3.1 31.3 1.30 26.9 66.0 71 25 58
80 30.6 1.81 24.4 90.8 | 4.9 0.4 0.9 31.0 1.72 251 87.4 53 1.2 238 311 1.67 25.3 85.6 54 23 54
100 29.9 2.39 21.7 109.7 | 3.7 0.3 0.7 30.1 227 22.4 106.6 | 3.9 1.1 25 30.1 221 22.6 105.0 | 4.0 21 4.9
120 28.8 317 18.0 128.0 | 2.7 0.2 0.5 28.7 3.00 18.5 1255 | 2.8 0.9 21 28.6 292 18.6 124.1| 29 1.8 4.3
60 32.6 1.48 27.5 722 | 64 0.5 1.2 33.1 1.40 28.3 68.4 6.9 1.3 3.1 333 1.37 28.6 66.4 71 25 5.8
80 321 1.90 25.6 914 | 49 0.4 0.9 325 1.80 26.3 87.8 53 1.2 238 32.6 1.75 26.6 85.9 54 23 54
100 31.1 249 22.6 110.0 | 3.7 0.3 0.7 31.3 2.36 233 106.9 [ 3.9 1.1 25 31.3 2.30 235 105.2 | 4.0 21 4.9
120 29.7 3.26 18.6 1283 | 27 0.2 0.5 297 3.09 19.1 1257 | 2.8 0.9 21 296 3.01 19.3 1243 | 29 1.8 43
60 34.5 1.55 29.2 730 | 65 0.5 1.2 35.0 1.47 30.0 68.9 7.0 1.3 3.1 35.2 1.43 30.3 66.7 7.2 25 5.8
80 33.6 1.99 26.8 919 | 49 0.4 0.9 34.0 1.89 276 88.2 53 1.2 28 34.1 1.84 27.8 86.2 54 23 54
100 32.3 2.59 23.5 1104 | 37 0.3 0.7 325 245 24.2 107.2 | 3.9 11 25 32.5 2.39 24.4 1054 | 4.0 21 4.9
120 30.7 3.36 19.2 1285 | 2.7 0.2 0.5 30.6 3.18 19.8 125.9 2.8 0.9 2.1 30.5 3.09 20.0 124.4 | 2.9 1.8 4.3
60 35.9 1.55 30.6 760 | 6.8 0.5 1.2 36.5 1.47 31.5 70.8 7.3 1.3 3.1 36.7 143 31.8 68.2 7.5 25 5.8
80 35.0 2.00 282 | 956 | 51 | 04 [ 09 35.5 1.89 290 | 905 | 55 12 28 35.6 1.84 293 | 879 | 57 | 23 54
4.5 1.3 3.1 100 33.8 2.60 249 [ 1150 | 3.8 0.3 0.7 34.0 2.46 256 | 1101 4.1 11 25 34.0 239 259 | 1076 | 42 21 4.9
120 322 3.36 20.7 [ 1343 | 28 0.2 0.5 32.1 3.18 213 | 1295 | 3.0 0.9 21 32.1 3.09 215 | 1271 | 3.0 1.8 43
130 OPERATION NOT REC 31.1 3.59 18.8 | 139.2 | 25 0.8 1.9 30.9 3.50 19.0 | 1369 | 2.6 1.7 3.9
60 37.7 1.56 32.4 768 | 7.1 0.5 1.2 38.4 1.48 333 71.4 7.6 1.3 3.1 38.5 1.44 336 68.6 7.9 25 58
80 36.6 2.00 29.8 96.3 5.4 0.4 0.9 371 1.89 30.7 91.0 57 1.2 238 37.3 1.84 31.0 88.3 59 2.3 54
50 6.75 | 3.4 7.8 100 35.2 260 26.3 | 1156 | 4.0 0.3 0.7 35.5 2.46 271 1105 | 4.2 1.1 25 35.5 240 27.3 | 1079 | 43 21 49
120 33.4 3.37 219 [1348 | 29 0.2 0.5 334 3.19 225 | 1299 | 31 0.9 21 333 3.10 227 | 1274 | 34 1.8 4.3
130 32.2 3.60 19.9 | 1395 | 26 0.8 1.9 32.0 3.51 20.1 137.1 | 27 17 3.9
60 38.6 1.56 333 7.2 7.2 0.5 1.2 39.3 1.48 34.3 7 7.8 1.3 31 39.5 144 34.6 68.8 8.0 25 58
80 37.5 2.01 30.7 96.7 5.5 0.4 0.9 38.0 1.90 31.6 91.3 5.9 1.2 28 38.2 1.85 31.9 88.5 6.1 23 5.4
9.0 6.0 | 13.9 100 36.0 261 271 116.0 | 4.0 0.3 0.7 36.3 247 279 | 1108 | 4.3 11 25 36.3 240 28.1 108.1 | 4.4 241 4.9

120 34.0 3.37 22.5 | 1351 | 3.0 0.2 0.5 34.1 3.19 23.2 | 130.1 3.1 0.9 21 34.0 3n 234 | 1276 | 32 1.8 4.3
_ 32.8 3.61 205 | 139.7 | 2.7 0.8 1.9 32.6 3.52 206 | 137.3 | 2.7 1.7 3.9

4.5 17 | 40

9.0 71 16.4

4.5 15 35

40 6.8 3.7 8.6

9.0 6.5 | 15.1

Table Continued on Next Page

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
Operation below 40°F EWT is based upon 15% methanol antifreeze solution

See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated

Carrier:Turn to the Experts.




Carrier Geothermal Heat Pump Systems

Performance Data — 50YERO36 - Heating

Table Continued from Previous Page

SOURCE LOAD
Flow Flow 4.5 GPM Flow 6.8 GPM Flow 9.0 GPM
EWT EWT
F | epm WPD o HC | Power | HE | LWT | oo WwPD HC | Power [ HE | LWT | .o WPD HC | Power | HE | LWT | oo WPD
Pl | FT Mbtuh | KW | Mbth | °F bl | 7T [ Mowh | KW | Mbtuh | oF psr | Fr | Mowh | KW | Mbwh | F ps | FT
60 | 390 | 157 | 336 | 773 | 7.3 | 05 | 12 | 397 | 148 | 346 | 718 | 7.8 | 13 | 31 | 399 | 144 | 349 | 689 | 81 | 25 | 58

80 38.6 2.01 31.8 97.2 5.6 0.4 0.9 39.2 1.90 327 91.6 6.0 1.2 238 39.3 1.85 33.0 88.7 6.2 23 54
4.5 1.2 27 100 376 261 28.7 | 116.7 | 42 0.3 0.7 38.0 247 29.6 1113 | 45 1.1 25 38.0 240 29.8 | 1085 | 4.6 21 49
120 36.0 3.37 245 |136.0 | 3.1 0.2 0.5 36.1 3.19 252 | 1307 | 33 0.9 21 36.0 3an 254 | 1280 | 34 1.8 4.3
130 ERATION NOT RECOMMENDED 34.8 3.61 225 | 1403 | 28 0.8 1.9 34.7 3.51 227 | 1377 | 29 1.7 3.9
60 40.6 1.57 35.3 78.1 7.6 0.5 1.2 41.4 1.49 36.3 723 8.2 1.3 3.1 41.6 145 36.6 69.2 8.4 25 58

80 40.2 201 334 97.9 59 0.4 0.9 40.8 1.90 34.3 92.1 6.3 1.2 238 41.0 1.85 34.6 89.1 6.5 23 54
60 6.75 | 3.1 71 100 39.1 261 302 | 1174 | 4.4 0.3 0.7 39.5 247 31.0 M7 | 47 1.1 25 39.5 241 31.3 | 1088 | 4.8 21 4.9

120 37.2 3.38 257 [1365| 3.2 0.2 0.5 37.3 3.20 264 | 1311 3.4 0.9 21 37.3 3n 266 | 1283 | 35 18 4.3
35.9 3.62 23.6 | 1406 [ 29 0.8 1.9 35.8 3.52 23.8 | 138.0 | 3.0 1.7 3.9

@
S}

60 4.5 1.57 36.1 784 77 0.5 1.2 42.2 149 37.2 725 8.3 13 31 42.4 145 37.5 69.4 86 25 58
80 41.0 2.01 34.1 982 | 6.0 0.4 0.9 416 1.91 35.1 92.3 6.4 1.2 238 41.8 1.86 35.5 89.3 6.6 23 5.4
9.0 56 | 128 100 39.8 262 309 | 117.7 | 45 03 0.7 40.2 248 318 | 1119 | 48 11 25 40.3 241 32.0 | 109.0 | 4.9 21 49
120 37.8 3.38 26.3 [136.8 | 3.3 0.2 0.5 38.0 3.20 270 [ 1312 35 0.9 21 37.9 3.12 273 | 1284 | 3.6 1.8 4.3
130 36.5 3.62 24.1 1408 | 3.0 0.8 1.9 36.4 3.53 244 | 1381 | 3.0 1.7 3.9
60 421 1.58 36.7 78.7 7.8 0.5 1.2 429 1.49 37.8 727 8.4 1.3 3.1 43.1 1.46 38.1 69.6 8.7 25 5.8
80 424 2.02 355 98.8 6.2 0.4 0.9 43.0 1.91 36.5 92.7 6.6 1.2 28 43.2 1.86 36.8 89.6 6.8 23 54
4.5 10 | 23 100 41.6 262 327 | 185 | 47 0.3 0.7 421 248 336 | 1125 | 5.0 1.1 25 42.2 2.41 33.9 | 1094 | 5.1 21 4.9
120 39.8 3.38 283 [ 137.7| 35 0.2 0.5 40.0 3.20 29.1 1319 | 3.7 0.9 21 40.0 3.12 294 | 1289 | 3.8 1.8 43
38.6 3.62 263 | 1414 | 31 0.8 1.9 38.5 3.53 265 | 1386 | 3.2 1.7 39
60 43.6 1.58 38.2 79.4 8.1 0.5 1.2 44.4 1.50 39.3 73.2 8.7 1.3 3.1 44.7 1.46 39.7 69.9 9.0 25 58
80 43.8 2.02 36.9 99.5 6.4 0.4 0.9 44.5 1.91 38.0 93.2 6.8 1.2 238 44.7 1.86 38.4 89.9 7.0 23 54
70 6.75 | 2.8 6.5 100 43.0 262 340 | 119.1 | 48 0.3 0.7 43.5 249 350 | 1129 | 5.1 1.1 25 43.6 242 353 | 109.7 | 53 21 49
120 41.0 3.39 295 | 138.2 | 35 0.2 0.5 41.3 3.21 303 | 1322 | 3.8 0.9 21 41.3 3.13 306 | 1292 | 3.9 1.8 4.3
39.7 3.63 27.3 | 1418 | 3.2 0.8 1.9 39.7 3.54 276 | 1388 | 3.3 17 3.9

I
8

I
S

60 44.3 1.59 38.9 79.7 8.2 0.5 1.2 45.1 1.50 40.0 734 8.8 1.3 31 45.4 1.46 40.4 70.1 9.1 25 58
80 44.5 2.02 376 99.8 6.4 0.4 0.9 45.2 1.92 38.7 93.4 6.9 1.2 28 45.4 1.87 39.1 90.1 71 23 54

9.0 51 | 11.9 100 43.6 263 346 | 1194 | 49 0.3 0.7 441 2.49 356 | 1131 52 1.1 25 44.2 242 36.0 | 1098 | 54 21 4.9
120 41.6 3.40 30.0 | 1385 | 36 0.2 0.5 41.8 3.22 309 | 1324 | 3.8 0.9 21 41.8 3.13 31.1 129.3 | 3.9 1.8 43

130 40.2 3.64 27.8 | 1419 | 3.2 0.8 1.9 40.2 3.54 28.1 138.9 | 3.3 1.7 3.9
60 45.3 1.59 39.8 80.1 8.3 0.5 1.2 46.1 1.51 41.0 73.7 9.0 1.3 3.1 46.4 1.47 41.4 70.3 9.3 25 58

80 46.2 203 39.2 | 1005 | 6.7 0.4 0.9 46.9 1.92 40.4 93.9 7.2 1.2 238 471 1.87 40.8 90.5 7.4 23 54
45 0.9 20 100 45.7 263 36.7 | 120.3 | 5.1 0.3 0.7 46.3 249 37.8 | 113.7 5.4 1.1 25 46.4 242 38.1 1103 | 5.6 21 4.9

120 43.8 3.40 322 | 1395 3.8 0.2 0.5 441 3.22 332 | 1331 4.0 0.9 21 44.2 3.13 335 | 1298 | 4.1 1.8 4.3
_ 27.9 3.61 156 | 138.3 | 2.3 0.8 1.9 27.7 3.51 157 | 136.2 | 2.3 1.7 3.9
60 46.6 1.59 4.2 80.7 8.6 0.5 1.2 47.5 1.51 42.4 741 9.2 1.3 31 47.8 147 42.8 70.6 9.5 25 58

80 47.5 2.03 40.6 | 101.1| 6.9 0.4 0.9 48.3 1.92 a7 94.3 7.4 1.2 28 48.5 1.87 421 90.8 7.6 23 54
6.75 | 26 59 100 46.9 264 379 | 1209 | 5.2 0.3 0.7 47.5 2.50 39.0 | 1141 56 1.1 25 417 243 394 | 1106 | 58 21 4.9
120 44.9 3.40 33.3 | 140.0 | 3.9 0.2 0.5 45.3 3.22 343 | 1334 | 41 0.9 21 45.3 3.14 346 | 130.1 | 4.2 1.8 4.3
285 3.62 16.1 1384 | 23 0.8 19 28.3 3.52 16.3 | 1363 [ 2.4 1.7 39
60 471 1.60 a7 81.0 8.7 0.5 1.2 48.1 1.51 42.9 74.2 9.3 1.3 3.1 48.3 1.47 43.3 70.7 9.6 25 58
80 48.0 2.03 411 101.3 | 6.9 0.4 0.9 48.8 1.93 423 94.5 74 1.2 28 49.0 1.88 42.7 90.9 77 23 54
100 47.4 264 384 | 1211 | 53 0.3 0.7 48.1 2.50 39.5 | 114.2 5.6 1.1 25 48.2 2.43 399 | 1107 | 5.8 21 4.9
120 45.4 3.41 337 | 1402 | 3.9 0.2 0.5 45.7 3.23 347 | 1335 | 4.2 0.9 2.1 45.8 3.14 350 | 130.2 | 4.3 1.8 4.3

80

I
3

9.0 48 | 110

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
Operation below 40°F EWT is based upon 15% methanol antifreeze solution

See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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GT-PW Water-To-Water (50YER) Series

Performance Data — 50YERO60 - Cooling

SOURCE LOAD
Flow Flow 7.5 GPM Flow 11.25 GPM Flow 15.0 GPM
EWT EWT
F | opm 2D °F TC [ Power | HR | LWT | o | WPD TC [ Power | HR [LWT | | WPD TC [ Power | HR [LWT | | WPD
PSI| FT Mbtuh | kW | Mbtuh | °F psi| FT | Mbtuh | kW | Mbtuh | °F psi | FT | Mbtuh | kW | Mbtuh | °F psI| FT

50 52.6 220 60.1 382 | 239 (14 |33] 535 223 61.1 410 [ 240 | 35 | 8.0 55.3 225 63.0 425 | 246 |48 | 11.0
60 53.2 222 60.8 | 47.1 | 239 (1.4 |32} 541 225 61.7 50.5 | 241 [ 33| 7.7 55.9 227 63.7 524 | 24.7 | 46 | 10.6
75 13|29 70 53.8 224 61.4 56.0 | 240 (1.3 |3.0Q 547 226 62.4 60.0 | 241 [ 3.2 | 7.4 56.6 229 64.4 62.2 | 247 | 44 | 101
80 55.5 224 63.2 64.7 | 247 (1.2 |29 ) 564 227 64.1 69.4 | 249 [ 31| 71 58.4 229 66.2 720 | 255 | 43| 98
90 57.2 225 64.9 735|255 (12|27} 581 227 65.9 789 | 256 | 3.0 | 6.9 60.2 2.29 68.0 81.8 | 26.3 [ 4.1 | 95
50 53.4 223 61.0 38.0 | 240 (1.4 |33 ) 541 225 61.8 | 408 | 241 | 3.5 | 8.0 56.0 227 63.8 423 | 247 (48 | 11.0
60 55.5 225 63.1 46.7 | 247 | 14 [ 3.2 56.2 227 64.0 50.1 | 248 [ 33 | 7.7 58.2 2.29 66.0 52.0 | 25.4 | 46 | 10.6
50 11.25 [ 34 |79 70 57.5 2.26 65.3 554 | 254 (13 |30f 583 229 66.1 59.4 | 255 (3.2 | 74 60.4 2.31 68.3 61.6 | 26.1 [ 44 [ 10.2
80 58.1 227 65.8 643 | 256 (1.2 |29 589 229 66.7 69.0 | 25.7 [ 3.1 | 71 60.9 2.31 68.8 715 | 264 | 43| 98
90 58.6 2.27 66.3 732 | 258 (12|27 ) 594 229 67.2 785 | 259 [ 3.0 | 6.9 61.5 2.31 69.4 814 | 266 | 41| 95
50 55.6 225 63.2 358 | 247 (1.4 |33 565 227 64.2 | 403 | 249 | 3.5 | 8.0 57.9 2.29 65.8 421 | 252 (48 | 111
60 57.5 2.27 65.2 450 | 253 | 14 [ 32 587 229 66.6 | 498 | 256 | 3.3 | 7.7 61.5 2.31 69.4 515 | 26.6 | 4.6 | 10.6
15.0 | 6.2 |142) 70 59.4 2.29 67.2 54.1 | 26.0 (1.3 |30f 610 231 68.9 59.3 | 264 [ 3.2 | 74 65.1 233 731 60.9 | 27.9 | 44 | 101
80 60.3 2.29 68.1 635 | 264 (12|29} 618 231 69.7 68.7 | 26.7 [ 3.1 | 7.1 65.8 2.34 73.8 708 | 282 | 42| 98
90 61.3 2.29 69.1 728 | 26.7 [1.2 |27} 626 2.31 70.5 781 | 27.0 [ 3.0 | 6.9 66.6 2.34 74.6 80.7 | 285 | 41| 94
50 49.1 282 58.7 38.1 | 174 (14|33} 503 285 60.0 | 41.1 | 17.7 | 3.5 | 8.0 52.0 2.88 61.8 429 | 181 (47 | 11.0
60 532 284 629 | 464 | 187 (1.4 |32 ] 545 287 64.3 50.0 | 19.0 [ 3.3 | 7.7 56.3 2.90 66.2 523 | 194 | 46 | 10.5
75 11|25 70 57.2 2.86 67.0 548 | 200 (1.3 |30f 587 2.89 68.5 59.1 1 203 [ 3.2 | 74 60.6 2.92 70.6 61.7 | 20.8 | 4.4 | 10.1
80 59.3 292 69.3 634 | 203 (1.2 |29) 608 295 70.9 683 | 206 [ 3.1 | 7.1 62.9 2.98 73.0 714 | 211 | 43| 98
90 61.4 2.98 71.6 719 | 206 (1.2 |27} 63.0 3.01 73.3 776 | 209 | 3.0 | 6.9 65.1 3.04 75.5 811 | 214 [ 41| 95
50 50.2 285 59.9 380 | 176 (1.4 (33| 514 2.88 612 | 41.0 [ 178 | 35 | 8.0 53.1 291 63.0 428 | 183 [ 4.8 | 11.0
60 54.5 2.87 64.3 | 462 | 19.0 (1.4 |32} 559 2.90 65.8 | 498 | 193 [ 33 | 7.7 57.7 2.93 67.7 521 | 19.7 | 46 | 10.6
70 11.25 | 3.0 | 6.9 70 58.9 2.89 68.8 545 | 204 (1.3 |30f 604 292 70.3 588 | 207 [ 3.2 | 74 62.4 2.94 724 614 | 212 [ 44 [10.2
80 60.8 2.95 70.8 63.1 | 206 [1.2]|29) 623 298 724 68.1 | 209 [ 31| 71 64.4 3.01 74.6 711|214 |43 99
90 62.6 3.01 729 71.7 | 208 (1.2 |27 Q 642 3.04 74.5 773 | 211 [ 3.0 | 6.9 66.3 3.07 76.8 80.8 | 21.6 | 41| 96
50 51.2 2.88 61.0 | 369 | 17.8 [ 1.4 (33 ] 533 291 632 | 408 | 183 | 35 | 8.0 | 543 2.94 64.3 | 426 | 185 | 48 [ 110
60 55.6 2.90 655 | 454 | 19.2 (14|32} 576 293 676 | 496 | 197 [ 33 | 7.7 59.4 2.96 69.5 51.8 | 20.1 | 46 | 10.6
150 | 55 128 70 60.1 2.92 701 539 | 206 (1.3 |30f 619 294 72.0 585 | 21.0 [ 3.2 | 74 64.5 297 74.6 61.1 | 21.7 | 44 | 101
80 62.3 2.98 725 627 | 209 (12| 29) 641 3.01 744 67.8 | 21.3 [ 31| 71 67.1 3.04 77.5 706 | 221 | 42| 98
90 64.6 3.04 74.9 715 | 213 [12 )27 663 3.07 76.8 77.1 1 216 | 3.0 | 6.9 69.8 3.10 80.3 80.2 | 225 | 41| 95
50 47.3 3.13 580 | 380 | 151 1.4 (33 ] 487 3.16 595 | 411 | 154 | 35 | 8.0 J 503 3.19 612 | 431 | 158 | 4.7 [ 10.9
60 53.1 3.15 639 | 46.1 | 169 (14 |32 ] 547 3.18 65.6 498 | 172 | 33 | 7.7 56.5 321 67.5 523 | 176 | 46 | 105
75 09 | 21 70 58.9 317 69.7 542 | 186 (1.3 |3.0f 60.7 3.20 71.6 586 | 19.0 [ 3.2 | 74 62.7 3.23 73.7 61.5 | 194 | 44 | 101
80 61.3 3.256 724 627 | 188 [ 12 |29] 631 3.29 743 678 | 192 [ 31| 71 65.1 3.32 76.5 711 | 196 [ 43 | 98
920 63.6 3.34 75.0 7111 19.0 (12 |27 ] 654 3.38 77.0 769 | 194 | 3.0 | 6.9 67.6 341 79.2 80.7 | 198 [ 41 | 96
50 48.5 3.16 59.3 | 380 | 153 [ 14 (33 ]} 500 3.19 609 | 41.1 | 156 | 35 | 8.0 ] 516 323 62.6 | 43.0 | 16.0 | 4.8 [ 11.1
60 54.1 3.18 64.9 | 460 | 17.0 [ 1.4 |32} 557 3.21 66.6 | 49.7 | 17.3 [ 3.3 | 7.7 57.5 3.24 68.6 522 | 17.7 | 46 | 10.6
80 11.26 | 27 | 6.1 70 59.6 3.20 705 540 | 187 [1.3 |30 614 3.23 724 584 | 19.0 [ 3.2 | 7.4 63.4 3.26 74.5 61.3 | 19.4 | 44 [ 10.2
80 62.1 3.29 73.4 625 | 189 (12|29} 64.0 3.32 75.3 67.6 | 193 [ 3.1 | 7.1 66.1 3.35 775 709 | 19.7 | 43| 99
90 64.6 3.38 76.2 710 | 191 (12|27} 66.6 3.41 78.2 76.8 | 19.5 [ 3.0 | 6.9 68.7 3.45 80.5 80.6 | 199 [ 4.2 | 9.6
50 49.0 3.19 599 | 374 | 153 [ 14 (33 ]} 517 3.23 627 | 410 | 16.0 | 35 | 8.0 | 524 3.26 635 | 429 | 16.1 | 4.8 [ 110
60 54.7 3.21 65.7 | 456 | 17.0 (1.4 |32} 571 3.24 68.1 495 | 176 | 33 | 7.7 58.3 3.28 69.5 520 | 17.8 | 46 | 10.6
150 | 50 |116] 70 60.5 3.23 715 538 | 187 [ 1.3 | 3.0} 624 3.26 735 58.1 | 19.1 [ 3.2 | 7.4 64.2 3.30 75.4 61.1 | 195 [ 4.4 | 10.1
80 63.3 3.32 747 623 | 19.1 [1.2 |29} 653 3.35 76.7 674 | 195 [ 31 | 7.1 67.8 3.39 79.3 70.5 | 20.0 | 43| 938
90 66.2 3.41 77.9 708 | 19.4 [1.2 | 2.7} 682 3.45 79.9 76.7 | 19.8 [ 3.0 | 6.9 71.4 3.48 83.2 80.0 | 20.5 | 41| 96

Table Continued on Next Page

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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Carrier Geothermal Heat Pump Systems

Performance Data — 50YERO60 - Cooling

Table Continued from Previous Page

SOURCE LOAD
Flow Flow 7.5 GPM Flow 11.25 GPM Flow 15.0 GPM
EWT EWT
T gy [ °F TC | Power | HR | LWT | o | WPD TC [ Power | HR [LWT | .| WPD TC [ Power | HR [LWT | | WPD
PSI| FT Mbtuh | kW | Mbtuh | °F psI| FT | Mbtuh [ kW | Mbtuh | °F psi | FT | Mbtuh | kW | Mbtuh | °F pSI| FT

50 44.8 3.57 57.0 387 | 125 (1.4 |33} 463 3.61 58.6 | 416 | 128 | 3.5 | 80 | 475 3.65 59.9 43.4 | 13.0 | 47 [ 109
60 50.7 3.61 63.0 46.8 | 140 | 14 [ 32] 523 3.65 64.8 50.3 | 143 [ 33 | 7.7 53.7 3.68 66.3 526 | 146 | 45| 10.5
75 08 |18 70 56.6 3.65 69.0 549 | 1565 (1.3 |30} 584 3.69 70.9 59.1 | 168 | 3.2 | 7.4 59.9 3.72 72.6 61.8 | 16.1 [ 4.4 | 10.1
80 59.6 3.73 724 634 | 16.0 (1.2 |29} 615 3.77 74.4 68.2 | 16.3 [ 3.1 | 7.1 63.1 3.81 76.1 713 | 16.6 | 43| 9.8

90 62.7 3.82 757 719 | 164 (12| 27§ 647 3.86 77.9 77.3 | 16.8 | 3.0 | 6.9 66.4 3.90 79.7 80.9 | 17.0 [ 4.1 | 9.6
50 45.9 3.61 58.2 386 | 127 (1.4 |33} 474 3.65 59.8 | 415 | 13.0 | 3.5 | 80 | 486 3.68 61.2 43.4 | 132 [ 48 [ 11.0
60 51.8 3.65 64.3 | 467 | 142 (1.4 |32 ) 535 3.68 66.0 50.2 | 145 [ 33 | 7.7 54.9 3.72 67.6 525 | 14.7 | 46 | 10.6
90 11.25 | 24 | 56 70 57.7 3.69 70.3 548 | 157 [1.3 |30} 596 3.72 723 58.9 | 16.0 | 3.2 | 7.4 61.1 3.76 73.9 61.6 | 16.2 | 4.4 [ 10.2
80 60.7 3.77 736 632 | 16.1 [1.2 |29} 626 3.81 75.7 68.0 | 16.4 [ 3.1 | 7.1 64.3 3.85 774 711 | 167 | 43| 99
90 63.7 3.86 76.9 71.7 | 165 (1.2 | 27§ 657 3.90 79.0 77.1 | 169 | 3.0 | 6.9 67.4 3.94 80.9 80.6 | 17.1 | 41| 96
50 46.5 3.65 59.0 38.1 | 128 (1.4 |33} 486 3.68 61.1 414 132 | 35 | 80 49.5 3.72 62.2 43.3 | 13.3 [ 47 [ 109
60 52.4 3.68 649 | 462 | 142 (1.4 |32 ) 542 3.72 66.9 50.1 | 146 [ 3.3 | 7.7 55.8 3.76 68.6 524 | 14.8 | 46 | 10.5
15.0 | 46 |10.7] 70 58.2 3.72 70.9 543 | 156 (1.3 | 3.0} 598 3.76 727 58.7 | 1569 [ 3.2 | 7.4 62.0 3.80 75.0 615 | 16.3 | 44 | 10.1
80 61.6 3.81 746 629 | 162 (1.2 |29} 634 3.85 76.6 67.8 | 16.5 [ 3.1 | 7.1 65.8 3.89 79.0 708 | 16.9 | 43| 9.8
90 65.1 3.90 78.4 716 | 16.7 [1.2 | 2.7 ] 67.0 3.94 80.5 77.0 | 17.0 [ 3.0 | 6.9 69.5 3.98 83.1 80.2 | 17.5 | 41| 95
50 39.8 4.46 55.0 399 | 89 (14 |33]) 413 4.50 56.7 425 | 92 [ 35| 80 4M.7 4.55 57.3 441 92 |47 109
60 45.8 4.54 61.3 | 482 | 101 (1.4 |32} 475 4.58 63.1 51.2 | 104 [ 33| 7.7 48.0 4.63 63.8 532 | 104 | 45| 104
7.5 07 [ 1.7 70 51.8 4.62 67.5 564 | 1.2 (13|30 537 4.66 69.6 60.0 | 115 [ 3.2 | 7.4 54.3 4.71 704 624 | 115 [ 43 [ 10.0
80 56.4 4.69 72.4 649 | 120 (1.2 |29} 585 4.74 747 69.0 | 123 [ 3.1 | 71 59.1 4.79 75.5 717 | 123 | 42| 98
90 61.0 4.77 77.3 734 | 128 (1.2 |27 ) 633 4.82 79.7 78.0 | 13.1 [ 3.0 | 6.9 64.0 4.87 80.6 811 | 131 [ 42 | 9.6
50 40.6 4.50 56.0 399 | 9.0 (14 |33Q§ 422 4.55 57.7 | 424 | 93 | 35 |80 ] 426 4.60 58.3 441 93 (48| 11.0
60 47.3 4.58 62.9 | 481 | 103 [1.4 |32} 490 4.63 64.8 512 | 106 [ 3.3 | 7.7 | 49.6 4.68 65.5 532 | 10.6 | 4.6 | 10.5
110 11.25 | 24 | 55 70 53.9 4.66 69.8 563 | 11.6 (1.3 |30 559 4.71 72.0 599 | 119 (32| 74 56.5 4.76 72.7 622 | 119 [ 44 | 101
80 57.9 4.74 74.0 647 | 122 (1.2 |29} 60.0 4.79 76.4 68.8 | 125 [ 3.1 | 7.1 60.7 4.84 77.2 715 | 125 | 42| 98
90 61.8 4.82 78.3 731|128 (1.2 |27} 641 4.87 80.8 77.7 | 132 [ 3.0 | 6.9 64.8 4.92 81.6 80.8 | 13.2 | 41| 95
50 415 4.55 571 394 | 91 [14 ]33] 423 4.60 580 | 424 | 92 | 35|80 438 4.64 59.7 440 | 94 |47 (108
60 47.6 4.63 634 | 474 | 103 |14 | 32] 485 4.68 64.5 51.1 | 104 [ 33| 7.7 50.7 4.72 66.8 53.1 | 10.7 | 45| 105
150 | 45 103 70 53.7 4.7 69.8 553 | 114 [ 1.3 (30 547 4.76 70.9 599 | 115 | 32| 74 57.6 4.80 74.0 622 | 120 | 44 [ 10.2
80 58.3 4.79 746 | 64.2 | 122 |12 |29] 597 4.84 762 | 68.7 | 123 | 31 |71} 617 4.89 784 | 714 | 126 | 43 | 9.8
90 62.8 4.87 79.4 73.0 | 129 [1.2 |27} 64.8 4.92 81.6 77.6 | 132 [ 3.0 | 6.9 65.8 4.97 82.8 80.7 | 13.2 | 41| 95
50 37.0 5.04 542 | 403 | 7.3 |14 |33] 385 5.09 55.9 432 | 76 [ 35| 80 39.3 5.14 56.8 447 | 76 |47 (109
60 42.7 513 602 | 486 | 83 (1.4 |32) 444 5.18 62.1 520 | 86 33|77 45.3 5.23 63.2 538 | 87 | 45105
75 07 | 1.7 70 48.4 5.21 66.2 569 | 93 (13 |30f 504 5.27 68.3 608 | 96 |32 |74 51.4 5.32 69.5 629 | 97 | 43100
80 53.0 5.31 711 652 | 100 (12|29 ) 551 5.36 734 69.7 | 103 [ 3.1 | 7.1 56.2 542 747 721|104 | 42| 97
90 57.5 5.40 76.0 735 | 106 (12|27} 599 5.46 78.5 78.6 | 1.0 [ 3.0 | 6.9 61.1 5.51 79.9 813 | 11.1 | 41| 94
50 37.2 5.09 546 | 403 [ 7.3 | 14|33 388 5.14 56.3 | 43.1 75 [ 35| 80 39.6 5.19 57.3 446 | 76 48 111
60 43.2 5.18 60.8 485 | 83 |14 [32] 449 5.23 62.8 519 | 86 (33|77 458 5.28 63.8 537 | 87 |46 |106
120 11.25 | 24 | 55 70 49.1 5.27 67.0 567 | 93 (13 |30f 511 5.32 69.2 606 | 96 |32 |74 52.1 5.37 704 627 | 9.7 |44 |101
80 53.6 5.36 7.9 650 | 100 (1.2 |29} 558 542 74.3 69.6 | 10.3 [ 3.1 | 7.1 57.0 5.47 75.6 720 | 104 | 42| 98
920 58.2 5.46 76.9 734 | 107 (12|27 ] 60.6 5.51 79.4 785 | 11.0 | 3.0 | 6.9 61.8 5.57 80.9 813 | 111 [ 41 | 95
50 385 5.14 56.0 | 40.0 | 7.5 |14 |33] 40.1 5.19 578 | 429 77 | 35| 80] 408 525 58.7 445 | 78 [ 47 | 110
60 44.4 523 62.2 482 | 85 |14 (32] 464 5.28 64.4 517 | 88 [ 33| 77f 473 5.34 65.5 536 | 89 |46 |105
15.0 | 45 |103Q 70 50.3 5.32 68.4 565 | 95 (13 |3.0f 527 5.37 71 605 | 98 [ 32|74 53.8 543 723 626 | 99 |44 (101
80 54.9 5.42 734 649 | 101 (12| 29f 575 5.47 76.2 695 | 105 [ 3.1 | 71 58.6 5.53 775 719 | 106 | 42| 9.8
90 59.6 5.51 78.4 733 | 108 [ 12 ]| 27§ 623 5.57 81.3 785 | 11.2 | 3.0 | 6.9 63.4 5.63 82.6 81.2 | 11.3 |41 ] 95

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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GT-PW Water-To-Water (50YER) Series

Performance Data — 50YERO60 - Heating

SOURCE LOAD
Flow Flow 7.5 GPM Flow 11.25 GPM Flow 15.0 GPM
EWT EWT
T || gy |22 F | e | Power | HE [ wT | ool WPD N e [Power| HE | wT | ool WPP R hc fPower [ HE [ wwT [ o | WPD
== Mbtuh | KW | Mbtuh | °F por | Fr [ Mbtuh | kW | Mbtun | °F par | F7 | Mbtn [ kW | Mbtun | °F ==

60 | 411 | 243 | 328 | 715 | 50 | 14 |32 413 | 208 | 332 | 674 | 51 | 3.3 | 7.7] 415 | 233 | 335 | 653 | 52 | 60 | 138
20 | 150 | 7.3 |169f 80 | 405 | 317 | 206 | 912 | 37 |12 |29 406 | 311 | 300 | 872 | 38 |34 |71 ] 407 | 305 | 303 | 853 | 39 |56 [130
100 | 307 | 411 | 256 |1108] 28 | 1.1 [26] 307 | 403 | 259 |1069] 29 | 29|67 ) 307 | 395 | 262 [1051 | 29 | 53 [123
60 | 478 | 252 | 39.2 | 733 | 56 | 14 |32 ] 480 | 247 | 396 | 686 | 57 | 3.3 | 7.7 | 483 | 242 | 400 | 663 | 58 | 60 | 138
80 | 469 | 328 | 357 | 929 | 42 |12 |29 471 | 321 | 361 | 884 | 43 |31 |71 ] 472 | 315 | 365 | 861 | 44 |56 [130
100 | 458 | 422 | 314 |1124| 32 |11 |26 459 | 414 | 318 [1081| 33 |29 |67 459 | 405 | 321 [1059] 33 |53 [123
120 | 446 | 536 | 263 |131.9| 24 |11 |24 445 | 525 | 266 |127.7| 25 | 28| 64| 444 | 514 | 269 [1257| 25 | 51 [117
60 | 500 | 256 | 413 | 736 | 57 | 14 |32 503 | 251 | 417 | 689 | 59 |33 | 7.7 505 | 246 | 421 | 666 | 60 | 60 [138
80 | 490 | 333 | 376 | 933 | 43 |12 [29] 491 | 326 | 380 | 887 | 44 |31 |71 ] 493 | 320 | 384 | 865 | 45 |56 [130
100 | 478 | 429 | 332 |1128| 33 |11 |26 47.9 | 421 | 335 |1084| 33 |29 |67 479 | 412 | 339 [1062] 34 |53 [123
120 | 466 | 545 | 280 |1321| 25 |11 |24 465 | 534 | 283 |1280| 26 |28 | 64| 464 | 523 | 286 |1259 26 |51 [117
60 | 520 | 261 | 431 | 739 | 58 |14 |32 | 522 | 255 | 435 | 69.1 | 60 |33 |77 | 525 | 250 | 439 | 668 | 61 |60 |138
80 | 509 | 339 | 303 | 934 | 44 [12 |20 511 | 332 | 397 [ 889 |45 |31 |74 | 512 | 325 | 401 | 866 | 46 |56 [130
100 | 496 | 436 | 347 |1129| 33 |11 |26 497 | 428 | 351 |1086| 34 |29 |67 497 | 419 | 354 [1064 35 |53 [123
120 | 481 | 554 | 292 |1323] 25 [ 11|24 480 | 543 | 205 1282 26 |28 |64 ) 479 | 532 | 208 |1261] 26 | 51 117
60 | 544 | 261 | 455 | 750 | 61 | 14 |32 ] 547 | 256 | 460 | 697 | 63 | 3.3 | 7.7 ] 551 | 251 | 465 | 67.2 | 64 | 60 | 138
80 | 534 | 338 | 418 | 946 | 46 |12 29 536 | 331 | 423 | 896 | 47 |31 |71 538 | 325 | 427 | 870 [ 49 | 56 [130
100 | 520 | 433 | 372 | 1140 35 | 1.1 |26 521 | 424 [ 376 [1002] 36 |29 |67 522 | 416 | 380 |1067| 37 |53 [123
120 | 504 | 546 | 318 |133.4| 27 | 1.1 |24 503 | 535 [ 321 [1287] 28 | 28| 64| 503 | 524 | 324 |126.4 28 | 51 [117
60 | 574 | 265 | 483 | 755 | 64 | 14 |32 577 | 259 | 488 | 701 | 65 | 33 | 7.7 580 | 254 | 493 | 675 | 67 |60 [138
80 | 559 | 342 | 442 | 951 |48 |12 |29 561 [ 336 | 447 | 00 | 49 [ 31|71 564 | 329 | 451 | 874 [ 50 |56 [130
100 | 543 | 438 | 304 |1145] 36 | 1.1 |26 544 | 430 [ 398 [1007]| 37 |29 |67 545 | 421 | 402 |107.1 38 |53 [123
120 | 526 | 553 | 337 |1338| 28 | 1.1 |24 526 | 542 [ 341 [1201] 28 |28 | 64| 525 | 531 | 344 |1268 29 |51 [117
60 | 592 | 268 | 501 | 759 | 65 |14 |32 596 | 263 | 506 | 705 | 66 |33 |77 | 599 | 258 | 511 | 67.9 | 68 |60 138
s0 | 578 | 347 | 460 | 953 | 49 12|29 580 | 340 | 464 [ 903 [ 50 |34 74| 583 [ 333 [ 469 | 876 | 51 |56 [130
100 | 564 | 444 | 409 | 1147 | 37 |11 |26 562 | 435 [ 413 |1009| 38 |29 |67 563 | 427 | 417 |1073( 39 | 53 [123
120 | 540 | 560 | 349 |1300] 28 | 1.1 [24) 540 | 549 [ 352 |1203] 29 |28 |64 540 | 538 | 356 [1270] 29 | 51 [117
60 | 611 | 270 | 519 | 768 | 66 | 14 |32 615 | 265 | 524 | 708 | 68 |33 | 77| 618 | 260 | 530 | 681 | 7.0 | 60 | 138
80 | 508 | 348 | 479 | 963 | 50 [12|29] 601 | 341 | 484 [908 |52 |31 |71 ] 603 | 334 | 489 | 878 |53 |56 [130
75 |13 |29 [ 100 | 582 | 443 | 430 |1156| 38 |11 |26 ] 583 | 434 | 435 1104 | 39 |29 |67 | 585 | 426 | 439 |1075| 40 |53 [123
120 | s62 | 555 | 372 [1349| 30 |11 |24] 562 | 544 | 376 [1207| 30 |28 |64 ] 562 | 533 | 380 |1272] 31 |51 |17
130 OPERATION NOT RECOM 552 | 616 | 342 [1308| 26 |27 |62 ] 551 | 603 | 345 |1372] 27 |50 |15
60 64.7 273 55.4 774 3.2 65.1 268 56.0 713 71 33|77 65.5 2.62 56.5 68.5 73 | 6.0 (138
80 | 628 | 352 | 508 | 969 | 52 |12 |29 631 | 345 | 514 | 913 | 54 [ 31|71 634 | 338 | 519 | 883 | 55 |56 [130
50 [11.25] 34 [ 79 [ 100 | 608 | 448 | 455 |1162| 40 | 11|26 610 | 430 | 460 1109 41 | 29|67 ] 614 | 430 | 465 1080 42 | 53| 123

120 | 586 | 561 | 304 [1354| 31 [ 1.1 |24 586 | 550 | 308 |1302| 31 |28 |64 ] 586 | 530 | 402 [1277] 32 |54 [117
[0 | -7 | 622 | o7 [1s99| 27 |27 |62] 578 | 600 | 374 |1373] 28 | 50 115

60 | 665 | 276 | 571 | 780 | 7.4 | 1.4 |32 669 | 270 | 577 | 719 | 7.3 |33 | 77| 673 | 265 | 583 | 690 | 7.4 | 6.0 | 138

80 | 647 | 355 | 526 | 972 | 53 | 12|29 650 | 348 | 531 | 916 | 55 |31 |71 ] 653 | 341 | 536 | 886 | 56 |56 |130
150 | 62 [142] 100 | 625 | 452 | 471 |1164| a1 |11 |26 627 | 443 | 476 [ 1111 | 41 |29 |67 | 629 | 434 | 480 |1082] 42 |53 [123
120 | 600 | 567 | 406 |1356| 31 |11 |24 600 | 555 | 410 1305 32 |28 |64 600 | 544 | 414 1279 32 |51 [117

_58.8 628 | 373 [1203] 27 |27 |62 587 | 615 | 377 [1377] 28 |50 115

Table Continued on Next Page

75 15|35

30 |11.25] 40 | 9.2

75 14 | 32

40 [ 1125 3.7 | 85

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
Operation below 40F EWT is based upon 15% methanol antifreeze solution

See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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Carrier Geothermal Heat Pump Systems

Performance Data — 50YERO60 - Heating

Table Continued from Previous Page

SOURCE LOAD
Flow Flow 7.5 GPM Flow 11.25 GPM Flow 15.0 GPM
EWT EWT
B || ey |22 f | e | Power | HE |wT ool WPD Y e fPower| HE | wT | ool WPD R He | Power [ HE [ LwT | o | WPD
— Mbtuh | KW | Mbtun | °F ot | er [ Mbtun | kW | Motun | °F psi | Fr | Mown [ kW | Mbtun | °F —

60 64.9 276 555 | 785 | 6.9 | 1.4 | 3.2 652 270 560 | 71.7 | 71 | 33 [7.7] 656 265 56.6 | 686 | 7.3 | 6.0 [13.8
80 64.8 3.54 527 | 981 | 54 | 12|29 65.1 3.47 533 | 918 | 55 |31 [71] 654 3.40 53.8 | 886 | 56 | 56 [13.0
75 1.2 | 27 | 100 63.7 4.49 483 | 1176 | 42 [ 1.1 |26 63.9 4.40 48.8 | 1115| 43 [ 29|67 64.1 4.31 49.4 | 1084 | 44 |53 123
120 61.4 5.60 423 |136.7| 32 [ 1.1 |24 ] 615 5.48 428 |1309| 33 [ 28|64 61.6 5.37 432 (1280 34 | 51 |117
130 60.2 6.21 39.1 | 1408 2.8 | 2.7 [ 6.2 60.0 6.02 39.5 |137.9| 29 [ 50 | 11.5
60 67.7 2.78 582 | 79.0 | 71 | 1.4 |32 68.1 273 588 | 722 | 7.3 |33 |7.7] 685 267 594 | 69.1 | 75 [ 6.0 | 13.8
80 67.7 3.58 555 | 987 | 55 | 1.2 |29 68.0 3.51 56.0 | 923 | 57 |31 [71] 683 3.44 56.6 | 89.1 | 58 [ 56 | 13.0
60 |11.25| 32 | 7.3 | 100 66.4 4.54 50.9 [118.1| 43 | 1.1 |26 66.6 4.45 515 | 1120 | 44 |29 |6.7 | 66.9 4.36 520 |108.9| 45 |53 |123
120 64.0 5.67 446 |137.2| 33 [ 1.1 |24 ] 64.1 5.56 451 | 1313 | 34 |28 |64 | 64.2 5.45 456 [1285| 3.5 | 51 [11.7
130 63.1 6.27 41.7 |1410| 30 |27 |62 629 6.08 422 1381 3.0 | 50 |11.5
60 70.0 281 604 | 794 | 7.3 | 1.4 |32] 704 2.76 61.0 | 726 | 75 [ 33 | 7.7 70.8 2.70 616 | 69.5 | 7.7 [ 6.0 | 13.8
80 70.0 3.62 57.7 | 99.0 | 57 |12 |29f 704 3.54 58.3 | 926 | 58 [3.1|7.1Q 70.7 3.47 589 | 89.4 | 6.0 [ 56 |13.0
16.0 | 5.8 | 13.5Q 100 68.8 4.60 53.1 [ 1183 | 44 | 1.1 |26 ] 69.0 4.50 53.6 | 1122 | 45 [ 29 |6.7 | 69.2 4.41 542 |109.1| 46 |53 |123
120 66.2 5.75 46.6 | 1374 | 34 | 1.1 |24 66.3 5.63 471 | 1316 | 34 | 28 |64 | 66.4 5.52 475 (1287 | 35 | 51 [11.7
130 64.8 6.34 432 |141.3| 3.0 | 2.7 | 6.2 ) 64.6 6.14 43.6 [138.4 | 3.1 | 5.0 [11.5
60 68.6 281 59.0 | 801 | 7.2 | 1.4 [ 3.2 69.0 276 59.6 | 726 | 7.3 [ 33 | 7.7 69.5 270 60.2 | 69.2 | 7.5 | 6.0 [13.8
80 69.8 3.61 575 [100.0 | 57 | 1.2 |29 70.2 3.53 58.1 928 | 58 |31 |71] 705 3.46 587 | 89.4 | 6.0 [ 56 |13.0
75 1.1 ] 25 § 100 69.2 4.55 53.6 | 1195 | 45 | 1.1 [2.6 ] 69.4 4.46 542 | 1126 | 46 |29 | 6.7 69.7 4.37 54.8 |109.3 | 4.7 | 53 [123
120 66.7 5.64 474 |1385| 35 | 1.1 |24 66.8 5.52 47.9 |132.0| 35 |28 | 6.4 | 66.9 5.41 485 |128.9| 36 | 5.1 |11.7
130 65.3 6.26 44.0 | 141.8| 3.1 [ 27 | 6.2 65.0 6.01 445 |138.6 | 3.2 [ 50 | 11.5
60 70.7 2.84 61.0 | 80.7 | 7.3 | 1.4 |32 712 278 617 | 732 | 75 [ 33|77 71.6 273 623 | 69.7 | 7.7 | 6.0 [13.8
80 725 3.64 60.1 [1005| 58 | 1.2 |29f 729 3.57 60.7 | 933 | 6.0 [3.1|7.1] 732 3.50 61.3 | 899 | 6.1 | 56 [13.0
70 [11.25( 3.0 [ 6.9 § 100 721 461 56.3 [ 1199 | 46 | 1.1 |26 723 4.52 56.9 | 1131 | 47 |29 (67 ] 726 4.43 57.5 |109.7 | 48 | 53 | 123
120 69.4 5.73 499 |139.0 | 35 [ 1.1 |24 ) 69.6 5.62 504 | 1324 3.6 |28 64 ] 69.7 5.51 50.9 |129.3 | 3.7 [ 5.1 |11.7
130 68.4 6.33 46.8 | 1420| 32 |27 | 6.2 68.0 6.07 473 [1389| 3.3 | 50 | 115
60 735 2.87 637 | 809 | 75 | 1.4 |3.2f 739 2.81 64.3 | 734 | 77 [ 33 |77 744 275 650 | 700 | 79 [ 6.0 |13.8
80 75.4 3.68 628 [100.7| 6.0 | 1.2 |29f 758 3.61 63.5 | 935 | 6.2 [ 3.1 |7.1] 76.2 3.53 64.1 90.1 | 6.3 | 5.6 [13.0
15.0 | 5.5 | 12.8§ 100 75.1 4.67 59.1 [1202| 47 | 1.1 |26f 753 4.57 59.7 | 1133 | 48 [ 29 |67 756 4.48 60.3 | 109.9 | 49 |53 |123
120 725 5.83 526 [139.2| 36 | 1.1 |24 726 5.71 53.1 [ 1327 | 37 |28 |64 727 5.60 536 |1295| 38 [ 5.1 | 117
130 70.8 6.39 49.0 [ 1423 | 32 [27 |62] 704 6.13 49.5 [139.2| 34 | 50 [11.5
60 724 287 626 | 817 | 74 | 1.4 |32] 728 2.81 632 | 735 | 76 [ 33 |77 733 275 639 | 69.8 | 7.8 [ 6.0 |13.8
80 74.8 3.67 62.3 |101.8 | 6.0 [ 1.2 [29] 75.2 3.60 629 | 939 | 6.1 [3.1|71] 756 3.52 636 | 90.2 | 6.3 [ 56 |13.0
75 (10| 23 | 100 747 4.61 589 (1214 | 48 | 1.1 |26f 750 4.51 59.6 | 113.8 | 49 [29 |67 753 4.42 60.2 | 110.2 | 5.0 [ 53 |12.3
120 71.9 5.68 525 (1404 | 3.7 | 1.1 |24 721 5.56 53.1 [ 1332 38 [28 |64 723 5.45 537 |129.8 | 39 |51 |11.7
130 70.4 6.32 489 |142.8| 33 | 27 | 6.2 69.9 6.00 49.4 (1394 | 34 | 50 [11.5
60 737 2.89 63.9 | 823 | 75 | 1.4 |32 742 2.84 645 | 741 | 7.7 |33 |77 ] 747 278 652 | 703 | 7.9 | 6.0 [13.8
80 77.3 3.71 64.7 (1023 | 6.1 | 1.2 |29f 77.7 3.63 653 | 943 [ 63 |31 [71] 782 3.56 66.0 | 90.6 | 64 | 56 [13.0
80 |11.25| 28 | 6.5 | 100 e 4.67 61.8 [121.8| 49 | 1.1 |26f 780 4.58 624 | 1142| 50 [ 29|67 784 4.49 63.0 | 1106 | 51 | 53 [123
120 74.8 5.79 551 [140.7 | 3.8 | 1.1 |24 75.0 5.68 557 | 1335 39 |28 |64] 752 5.56 56.2 | 130.1| 40 [ 5.1 |11.7
130 73.6 6.38 519 | 1431 34 |27 [62] 731 6.06 524 |139.7| 35 [ 50 | 11.5
60 76.9 2.92 67.0 | 824 | 7.7 | 1.4 |32 774 2.87 676 | 742 | 79 [ 33 |77Q 779 2.81 68.3 | 704 | 81 [ 6.0 |13.8
80 80.7 3.74 68.0 [1025| 63 | 1.2 |29f 812 3.67 68.7 | 945 | 65 [3.1|7.1] 81.6 3.60 69.3 | 90.8 | 6.7 [ 56 | 13.0
15.0 | 53 | 12.1] 100 81.3 4.74 652 [1220| 50 | 1.1 |26f 817 4.64 65.8 | 1144 | 52 [ 29 |67 | 82.0 4.55 66.5 | 1108 | 53 [ 53 |12.3
120 78.7 5.91 585 [141.0| 39 | 1.1 |24 789 5.79 59.1 | 1338 4.0 |28 64 ] 791 5.68 59.7 | 1304 | 4.1 [ 51 | 117
130 77.4 6.79 54.3 [150.7 | 3.3 | 1.1 |24 ] 76.8 6.45 54.8 | 1433 | 35 [ 27 [62] 76.3 6.12 554 |139.9 | 36 |50 |11.5

|

|

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
Operation below 40°F EWT is based upon 15% methanol antifreeze solution

See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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GT-PW Water-To-Water (50YER) Series

Performance Data — 50YER120 - Cooling

SOURCE LOAD
Flow Flow 15.0 GPM Flow 22.56 GPM Flow 30.0 GPM
EWT
F | gpm —P2 TC |Power | HR [LwT|_ [ WPD TC [ Power | HR |LWT | | WPD TC | Power | HR | LWT | | WPD
pSI| FT Mbtuh | kW | Mbtuh | °F psi | FT [ Mbtun | kw | Mbwh| CF psi| FT [ Mot | kW | Mbtun | oF psi | FT
1052 | 441 | 1203 | 36.2 | 23.9 | 1.6 | 3.7 | 106.9 | 445 | 122.1 | 410 | 240 | 3.8 | 88 | 1107 | 450 | 1260 | 425 | 246 | 68 | 157
1064 | 445 | 1216 | 471|239 | 15 | 35 | 108.1 | 449 | 1234 | 505 | 241 | 37 | 84 | 1119 | 454 | 1274 | 524 [ 247 | 66 | 152
150 | 1.4 | 32 1076 | 448 | 1229 | 560 |240| 14 | 33 | 1003 | 453 | 1248 | 600 | 241 | 35| 81 | 1131 | 457 | 1287 | 622 | 247 | 64 | 147

111.0 | 4.49 126.3 | 64.7 | 247 | 14 | 32 | 1128 | 453 | 1283 | 69.4 | 249 | 34 | 79 | 116.7 | 458 | 1324 | 72.0 [ 255 | 6.2 | 14.3
114.4 | 4.49 129.8 | 735 | 255 | 1.3 | 3.0 § 116.3 | 454 | 131.8 | 789 | 25.6 | 3.3 | 7.6 | 120.3 | 4.58 | 136.0 | 81.8 [ 26.3 | 6.0 | 13.9
106.8 | 445 | 122.0 | 38.0 {240 | 1.6 | 3.7 | 1083 | 450 | 123.6 | 40.8 | 24.1 | 3.8 | 88 | 1121 | 454 | 1276 | 423 | 24.7 | 68 | 157
110.9 | 4.49 126.2 | 46.7 | 247 | 15 | 3.5 | 1125 | 454 | 128.0 | 50.1 | 24.8 | 3.7 | 84 | 116.4 | 458 | 132.0 | 52.0 | 25.4 [ 6.6 | 15.2
116.1 4.53 130.5 | 554 | 254 | 14 | 33 | 116.7 | 457 | 1323 | 59.4 | 255 | 3.5 | 8.1 | 1208 | 462 | 136.5 | 61.6 | 26.1 | 6.4 | 147
116.1 4.53 1316 | 643 [ 256 | 1.4 | 3.2 | 117.7 | 458 | 1334 | 69.0 [ 257 | 34 | 7.9 | 1219 | 4.62 | 1376 | 71.5 | 264 | 6.2 | 14.3
117.2 | 4.54 1326 | 732 [ 258 | 1.3 | 3.0 § 1188 | 4.58 | 1345 | 785 | 259 | 3.3 | 7.6 | 1230 | 463 | 138.8 | 814 | 266 | 6.0 | 139
1111 4.50 126.5 | 35.8 | 24.7 [ 16 | 3.7 | 113.0 | 454 | 1285 | 40.3 | 24.9 | 3.8 | 88 | 1159 | 459 | 131.5 | 421 [ 252 [ 6.8 | 15.7
1149 | 454 | 1304 [450 (253 |15 | 35 | 1175 | 458 | 1331 | 498 | 256 | 3.7 | 8.4 | 123.0 | 463 | 1388 | 515 | 266 | 6.6 | 152

30.0 | 6.8 [156 118.8 | 4.57 1344 | 541 1260 | 14 | 3.3 | 1220 | 462 137.8 | 59.3 | 264 | 3.5 | 8.1 | 130.2 | 467 | 146.1 [ 609 | 27.9 | 6.4 | 14.7
120.7 | 4.58 136.3 | 63.5 |26.4 | 14 | 3.2 | 1236 | 462 | 1394 | 68.7 | 26.7 | 3.4 | 79 | 131.7 | 467 | 1476 | 70.8 [28.2 [ 6.2 | 14.3
122.5 | 458 138.2 | 72.8 | 26.7 | 1.3 | 3.0 § 1252 | 463 | 141.0 | 781 1270 |33 | 7.6 § 1332 | 468 | 1491 | 80.7 [28.5 | 6.0 [ 139
———— — e e —
98.2 5.64 117.5 | 38.1 [ 174 | 1.6 | 3.7 | 1006 | 570 | 120.1 | 41.1 [ 17.7 [ 38 | 8.8 | 104.0 | 576 | 123.7 | 429 | 181 | 6.8 | 157
106.3 | 5.68 125.7 | 46.4 | 187 | 1.5 | 3.5 | 109.0 | 574 | 1286 | 50.0 | 19.0 | 3.7 | 8.4 | 1126 579 | 1324 | 52.3 [ 194 | 6.6 | 15.2
16.0 [ 1.2 | 27 114.4 | 571 133.9 | 54.8 [ 200 | 1.4 | 33 | 117.3 | 577 | 137.0 | 59.1 | 20.3 | 3.5 | 8.1 | 121.3 | 583 | 141.2 | 61.7 [ 20.8 | 6.4 | 147

118.7 | 583 1386 | 634 (203 | 1.4 | 3.2 | 121.7 | 589 | 1418 | 683 [ 20.6 [ 34 | 7.9 | 1257 | 595 | 146.1 | 71.4 [ 211 | 6.2 | 14.3
122.9 | 5.95 143.2 | 719 [ 206 | 1.3 | 3.0 | 126.0 | 6.02 | 146.5 | 77.6 | 20.9 | 3.3 | 7.6 | 130.2 | 6.08 | 151.0 | 81.1 [ 21.4 | 6.0 | 13.9
100.3 | 5.70 119.8 | 38.0 | 176 | 1.6 | 3.7 | 102.7 | 576 | 1224 | 41.0 (178 [ 3.8 | 8.8 | 106.2 | 582 | 126.0 | 428 | 18.3 | 6.8 | 15.7
109.1 | 574 | 128.7 | 462 | 190 1.5 | 35 | 1117 | 579 | 1315 | 49.8 | 193 | 3.7 | 84 | 1155 | 585 | 1354 | 521 | 19.7 | 6.6 | 15.2
179 | 577 137.6 | 54.5 | 204 | 14 | 3.3 | 120.7 | 583 | 1406 | 588 | 20.7 | 3.5 | 8.1 | 1248 | 589 | 1449 | 614 212 | 64 | 147
121.6 | 5.89 141.7 | 631 | 206 | 1.4 | 32 | 1245 | 595 | 1449 | 681 | 209 | 3.4 | 7.9 | 1287 | 6.01 149.2 | 711 | 214 | 6.2 | 143
125.2 | 6.02 1458 | 71.7 [ 208 | 1.3 | 3.0 | 1283 | 6.08 | 1491 | 77.3 | 211 | 33 | 76 | 1326 | 6.14 | 153.6 | 80.8 [ 21.6 | 6.0 | 13.9
1024 | 576 | 122.0 | 36.9 | 17.8 | 1.6 | 3.7 | 106.6 | 582 | 1264 | 40.8 | 183 | 3.8 | 8.8 | 1085 | 588 | 1286 | 426 | 185 | 6.8 | 15.7
M3 | 579 131.1 | 454 | 192 | 15 | 3.5 | 1152 | 585 | 1352 | 496 | 19.7 | 3.7 | 84 || 118.8 | 591 138.9 | 51.8 | 20.1 | 6.6 | 15.2

70 | 225 (33|76

30.0 | 6.1 [ 14.1 120.2 | 5.83 140.1 | 539 | 206 | 14 | 3.3 | 1239 | 589 | 144.0 [ 585 | 21.0 | 3.5 | 8.1 | 129.0 | 595 | 1493 | 61.1 [ 21.7 [ 6.4 | 147
124.7 | 595 1450 | 627 | 209 | 14 | 3.2 | 1283 | 6.01 1488 | 67.8 | 213 [ 34 | 79 | 1343 | 6.07 | 1550 [ 70.6 | 22.1 | 6.2 | 14.3
129.1 | 6.08 1499 | 715 (213 | 13 | 3.0 § 1326 | 614 | 1536 | 771 | 216 |33 | 7.6 § 139.5 | 6.20 | 160.7 | 80.2 | 225 | 6.0 [ 139
9:7 6.26 116.1 | 38.0 [ 15.1 | 16 | 3.7 975 6.33 | 119.1 [ 411 | 154 | 3.8 | 8.8 | 100.7 6.3-9 1225 | 431 EAB 6.8 | 15.7
106.3 | 6.30 127.8 | 46.1 [ 169 | 1.5 | 3.5 | 1094 | 6.36 | 1311 | 49.8 | 17.2 | 3.7 | 84 | 113.0 | 642 | 1349 | 523 | 17.6 | 6.6 | 15.2
15.0 [ 1.1 | 25 179 | 6.33 1395 | 542 | 186 | 14 | 3.3 | 1214 | 639 | 143.2 [ 586 | 19.0 | 3.5 | 8.1 | 1253 | 6.46 | 147.4 | 615 [ 19.4 [ 6.4 | 147

1225 | 6.51 1447 | 62.7 | 188 | 1.4 | 3.2 | 126.1 6.57 1486 | 67.8 | 19.2| 34 | 7.9 | 130.3 | 6.64 | 1529 | 71.1 | 196 | 6.2 | 14.3
127.1 6.69 149.9 | 71.1 [ 19.0| 1.3 | 3.0 | 1309 | 6.75 | 1539 | 76.9 | 19.4 | 3.3 | 7.6 | 1352 | 6.82 | 1584 | 80.7 [ 19.8 | 6.0 | 13.9
971 | 633 | 118.7 | 380 | 153 | 16 [ 3.7 | 999 | 639 | 121.7 | 41.1 | 156 | 3.8 | 88 | 1032 | 645 | 125.2 | 43.0 | 16.0 | 6.8 | 15.7
108.2 | 6.36 129.9 | 46.0 [ 17.0| 1.5 | 35 | 111.4 | 642 | 1333 | 49.7 | 173 | 3.7 | 84 | 1150 | 6.49 | 1371 | 522 [ 17.7 | 6.6 | 1562
119.3 | 6.39 1411 | 54.0 [ 187 | 1.4 | 3.3 | 1228 | 646 | 1448 | 584 | 19.0 | 3.5 | 8.1 | 1268 | 6.52 | 149.1 | 61.3 [ 19.4 | 6.4 | 147
1243 | 6.57 146.7 | 625 [ 18.9 | 1.4 | 3.2 | 127.9 | 6.64 | 1506 | 67.6 | 19.3 [ 34 | 7.9 | 1321 6.71 155.0 | 70.9 | 19.7 | 6.2 | 14.3
129.3 | 6.75 152.3 | 71.0 [19.1 ]| 1.3 | 3.0 § 133.1 6.82 | 156.4 | 76.8 | 19.5 | 3.3 | 7.6 | 137.5 | 6.89 | 161.0 | 80.6 | 19.9 | 6.0 | 13.9
98.0 6.39 119.8 [ 374 | 1563 | 16 | 3.7 | 1034 | 6.45 | 1254 | 41.0 [ 16.0 [ 3.8 | 8.8 | 104.8 | 6.52 | 127.1 | 429 | 16.1 | 6.8 | 15.7
109.5 | 6.42 1314 | 456 [ 17.0| 1.5 | 3.5 | 1141 649 | 136.3 | 495 [ 176 | 3.7 | 84 | 116.6 | 6.55 | 139.0 | 52.0 [ 17.8 | 6.6 | 15.2
1209 | 6.46 143.0 | 538 [ 187 | 14 | 3.3 | 1248 | 6.52 | 147.1 | 581 | 191 | 3.5 | 8.1 | 1284 | 659 | 150.9 | 61.1 [ 195 | 6.4 | 147
126.7 | 6.64 149.3 | 623 [ 19.1| 1.4 | 3.2 | 1306 | 6.71 153.5 | 674 | 195 | 34 | 79 | 1356 | 6.78 | 158.7 | 70.5 | 20.0 | 6.2 | 14.3
132.4 S.&ﬁ] 708 | 194 | 13 | 3.0 136._3 ﬁ.& 76.7 | 19.8 | 3.3 | 7.6 § 1427 6.&1_66.5 80.0 2_0.5 6.0 | 13.9

80 | 22531 |71

30.0 | 5.8 [13.4

coonﬂmmwon\Ammwmﬂmmwmslmmcoonﬂmmwm\Ammlwmﬂo’mwmwmmmmﬂmm g
S[8[3(8|3|8|8(3|3|3|8|8|3|8|3)3|8|23(8|3|8|8|2(8|3|8|8|3|8|8)8|8|2|8|8(8|8|3|8|8|8|8|3|3|38]) +i3

6.89
——

Table Continued on Next Page

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated

Carrier:Turn to the Experts.




Carrier Geothermal Heat Pump Systems

Performance Data — 50YERI20 - Cooling

Table Continued from Previous Page

SOURCE LOAD
Flow Flow 15.0 GPM Flow 22.5 GPM Flow 30.0 GPM
EWT
||| R TC |Power | HR [LwT|_ [ WPD TC [Power | HR |LWT|_ | WPD TC | Power | HR | LWT | | WPD
G Mbtuh [ kW | Mbtun | °F psi | Fr | Mot | kW | Mbtun | F psi | Fr | Mowh | kW | Motun | °F sl | FT
897 | 7.15 | 114.1 | 38.7 | 125 ] 1.6 | 8.7 | 925 | 7.22 | 117.2 | 416 | 128 | 3.8 | 88 | 950 | 7.29 | 1198 | 43.4 | 13.0 | 68 | 15.7
1014 | 7.22 | 1260 | 46.8 [ 14.0 | 1.5 | 35 | 1046 | 7.30 | 1205 | 50.3 | 14.3 | 3.7 | 84 | 107.4 | 7.37 | 1325 | 526 | 146 | 66 | 152
150 | 10 | 23 113.1 | 7.30 | 138.0 | 549 | 155 | 1.4 | 33 | 1167 | 7.37 | 1419 | 50.1 | 158 | 35 | 8.1 | 1198 | 7.45 | 1452 | 61.8 | 16.1 | 64 | 147

1193 | 7.47 144.8 | 634 | 16.0 | 1.4 | 3.2 §| 123.1 7.54 | 148.8 | 68.2 [ 16.3 [ 3.4 [ 79 | 126.3 | 7.62 | 1523 | 71.3 | 16.6 | 6.2 | 14.3
1254 | 7.64 151.5 | 719 [ 164 | 1.3 | 3.0 § 1294 | 7.72 | 1558 | 77.3 | 16.8 | 3.3 | 7.6 | 1328 | 7.80 | 159.4 | 80.9 | 17.0 | 6.0 | 13.9
918 | 722 | 1164 |386 | 127 | 16 [ 3.7 | 947 | 729 | 1196 | 415 [13.0 | 3.8 | 88 | 972 | 7.37 | 1224 | 434 [ 132 | 6.8 | 15.7
103.6 | 7.30 128.5 | 46.7 [ 142 | 1.5 | 3.5 | 106.9 | 7.37 | 1321 | 50.2 | 14.5| 3.7 | 84 | 109.7 | 7.44 | 1351 | 525 [ 147 [ 6.6 [ 152
1164 | 7.37 140.6 | 54.8 | 15.7 | 1.4 | 3.3 | 119.1 745 | 1445 | 58.9 [ 16.0 [ 3.5 [ 8.1 | 1222 | 7.52 | 1479 | 616 | 16.2 | 6.4 | 14.7
1214 | 7.54 1472 | 632 [16.1| 1.4 | 3.2 | 1253 | 7.62 | 151.3 | 68.0 | 164 [ 34 | 7.9 | 1285 [ 7.70 | 154.8 | 71.1 [ 16.7 | 6.2 | 14.3
1274 | 7.72 153.7 | 71.7 [ 16.5| 1.3 | 3.0 § 131.5 | 7.80 | 1581 | 771 | 16.9 | 3.3 | 7.6 | 1349 | 7.87 | 161.7 | 806 [ 17.1 | 6.0 | 13.9
93.0 729 179 | 381|128 [ 16 | 3.7 | 97.2 7.37 | 1223 | 414 [ 132 | 3.8 | 8.8 | 99.1 744 | 1245 | 433 | 133 | 6.8 | 15.7
104.7 | 7.37 129.9 | 462 [142| 15 | 3.5 | 1084 | 7.44 | 1338 | 50.1 | 14.6 | 3.7 | 84 | 111.6 752 | 137.2 | 524 | 14.8 | 6.6 | 15.2
116.4 | 7.45 1418 | 543 | 156 | 14 | 3.3 | 119.7 | 7.52 | 1453 | 58.7 | 159 | 3.5 | 8.1 | 1240 | 760 | 1499 | 615 [ 16.3 [ 6.4 | 147
1233 | 7.62 149.3 | 629 | 162 | 14 | 32 | 1269 | 7.70 | 1531 [ 67.8 | 16.5| 3.4 | 79 | 1315 | 7.78 | 158.0 | 70.8 | 16.9 | 6.2 | 14.3
13_0.2 7.80 15_6.8 71.6 | 16.7 | 1.3 | 3.0 § 134.1 7.87 | 160.9 | 77.0 [ 17.0 | 33 | 7.6 1:2.0 7.95 1(&.2 80.2 | 17.5 | 6.0 | 139
79.6 8.92 110.0 | 399 | 89 | 1.6 | 3.7 | 826 9.01 1133 | 425 | 92 (38 | 88 ] 835 910 | 1145 [ 441 | 92 | 6.8 | 15.7
91.6 9.08 1226 | 482 [ 10.1| 1.5 [ 3.5 | 95.0 9.17 126.3 | 51.2 | 104 | 3.7 | 8.4 | 96.1 9.26 | 1276 | 53.2 | 104 | 6.6 | 15.2
1036 | 9.23 1351 | 564 | 11.2 | 14 | 3.3 | 107.4 | 9.32 139.3 | 600 | 11.5 [ 3.5 | 8.1 | 1086 | 9.42 | 140.8 | 624 | 11.5 | 6.4 | 14.7
1128 | 939 | 1448 [64.9 [120| 1.4 | 3.2 | 117.0 | 948 | 1494 | 69.0 [ 123 | 34 | 7.9 | 1183 | 9.58 | 151.0 | 71.7 | 12.3 | 6.2 | 14.3
122.0 | 9.55 154.6 | 734 [ 128 | 1.3 | 3.0 | 1266 | 964 | 159.5 | 780 | 131 | 3.3 | 7.6 | 1280 | 9.74 | 161.2 | 81.1 [ 13.1 | 6.0 | 13.9
81.3 9.01 112.0 [ 39.9 | 90 | 1.6 | 3.7 | 843 9.10 1154 | 424 | 93 | 38 | 88 | 852 919 | 1166 | 44.1 | 93 | 6.8 | 157
945 9.17 1258 | 48.1 [ 103 | 1.5 | 3.5 | 98.0 926 | 129.6 | 51.2 [ 106 | 3.7 | 8.4 | 99.1 9.35 | 131.0 [ 53.2 | 10.6 | 6.6 | 15.2
107.8 | 9.32 139.6 | 563 | 116 | 14 | 3.3 | 111.8 | 942 | 1439 | 599 | 119 | 3.5 | 81 | 113.0 | 951 1455 | 622 | 11.9 | 6.4 | 147
116.7 | 9.48 148.1 | 64.7 [ 122 | 1.4 | 32 | 1200 | 958 | 152.7 | 68.8 | 125 | 3.4 | 7.9 | 121.3 | 968 | 1544 | 71.5 [ 125 | 6.2 | 14.3
123.7 | 9.64 156.6 | 73.1 [ 128 | 1.3 | 3.0 | 1283 | 9.74 | 1615 | 77.7 | 132 | 33 | 76 | 129.7 | 9.84 | 163.3 | 80.8 [ 13.2 | 6.0 | 13.9
83.1 9.10 1141 | 394 | 91 [ 16 | 3.7 | 847 9.19 1161 | 424 | 92 | 38 | 88 | 876 9.28 1193 | 440 | 94 | 6.8 | 157
95.2 9.26 126.8 | 47.4 | 103 | 15 | 35 | 97.0 9.35 | 1289 | 51.1 [ 104 | 3.7 | 84 | 101.4 | 945 | 133.7 [ 53.1 | 10.7 | 6.6 | 15.2

110 | 225 | 27 | 6.2

30.0 | 5.1 [11.7 107.4 | 9.42 139.5 | 653 | 11.4 | 1.4 | 3.3 | 109.3 | 9.51 141.8 | 59.9 | 1156 [ 3.5 | 8.1 | 115.2 | 9.61 148.0 | 622 | 12.0 | 6.4 | 14.7
116.5 | 9.58 149.2 | 642 [ 122 | 14 | 3.2 | 1195 | 968 | 1525 | 68.7 | 12.3 | 34 | 7.9 | 1234 | 977 | 156.8 | 71.4 | 12.6 | 6.2 | 14.3
125.6 | 9.74 158.9 | 73.0 [ 129 | 1.3 | 3.0 § 1296 | 984 | 1631 | 776 | 132 |33 | 76 § 131.7 | 994 | 1656 | 80.7 [ 13.2 | 6.0 [ 139
770 10.08 | 1084 (403 | 73 [ 16 | 3.7 7-7.0 1018 | 111.8 | 432 | 7.6 | 3.8 [ 8.8 | 786 | 10.28 | 113.7 | 44.7 | 76 | 6.8 | 157
854 | 10.25 | 1204 | 486 | 83 | 1.5 | 35 | 889 | 10.36 | 124.2 | 52.0 | 86 | 3.7 | 8.4 | 90.7 10.46 | 126.4 | 53.8 | 8.7 | 6.6 | 15.2
15.0 (08 | 1.8 96.8 | 1042 | 1324 | 569 | 93 | 14 | 3.3 | 1008 | 1053 | 136.7 [ 60.8 | 96 | 3.5 | 8.1 | 102.8 | 10.64 | 139.1 | 629 | 9.7 [ 6.4 [ 147

1059 | 10.62 | 1421 | 65.2 [ 10.0 | 1.4 | 3.2 | 110.2 | 10.72 | 146.8 | 69.7 | 10.3 | 3.4 | 7.9 | 1125 | 10.83 | 149.4 | 721 [ 10.4 [ 6.2 [ 14.3
115.1 | 10.81 1519 | 735 [ 106 | 1.3 | 3.0 § 119.7 | 1092 | 157.0 | 78.6 | 11.0 | 3.3 | 7.6 § 122.2 | 11.03 | 159.8 | 81.3 | 11.1 [ 6.0 [ 13.9
745 | 10.18 | 109.2 | 403 | 7.3 [ 16 | 3.7 ] 775 | 1028 | 1126 | 431 | 75 | 3.8 | 88 | 79.1 10.39 | 114.6 | 446 | 76 | 6.8 [ 157
86.3 | 10.36 | 121.6 | 485 | 83 | 1.5 | 35 | 89.8 | 1046 | 1255 [ 519 | 86 | 3.7 | 84 | 916 10.57 | 127.7 | 53.7 | 8.7 | 6.6 | 152
98.1 10.53 | 134.0 | 56.7 | 9.3 | 1.4 | 3.3 | 102.1 | 10.64 | 1384 | 60.6 | 9.6 | 3.5 | 8.1 | 104.2 | 10.74 | 140.8 | 62.7 | 9.7 | 6.4 | 147
107.3 | 10.72 | 143.9 | 65.0 | 100 [ 1.4 | 32 | 111.7 | 10.83 | 148.6 | 69.6 | 10.3 | 3.4 [ 7.9 | 1139 | 10.94 | 1513 [ 72.0 | 104 | 6.2 | 143
116.5 | 10.92 | 153.7 [ 734 | 10.7 [ 1.3 | 3.0 § 121.2 | 11.03 | 158.9 | 78.5 | 11.0 [ 3.3 | 7.6 | 123.7 | 11.14 | 161.7 | 81.3 | 11.1 | 6.0 | 13.9
76.9 | 10283 | 1120 | 400 | 75 | 1.6 | 3.7 | 80.2 |103.87| 1157 | 429 | 7.7 | 3.8 | 8.8 | 817 |104.92| 1175 | 445 | 7.8 | 6.8 | 157
88.8 10460 | 1244 | 482 | 85 | 1.5 | 35 | 928 |10566| 1289 | 51.7 | 88 | 3.7 | 84 | 946 |106.72| 131.0 | 536 | 89 [ 6.6 [ 152
100.6 | 106.36 | 136.9 | 56.5 | 9.5 | 1.4 | 3.3 | 1055 |107.44 | 1421 | 60.5 | 9.8 | 3.5 | 8.1 | 107.6 [108.52 [ 144.6 | 626 | 9.9 | 6.4 | 147
109.9 [ 108.32 | 146.8 | 64.9 [ 10.1 | 1.4 | 3.2 § 1151 |109.41| 152.4 | 69.5 | 10.5 | 3.4 | 7.9 | 117.2 | 110.52 | 154.9 | 71.9 [ 106 | 6.2 | 143
119.2 | 110.28 | 156.8 | 73.3 | 10.8 | 1.3 | 3.0 § 124.7 | 111.39 | 162.7 | 785 [ 11.2 | 3.3 | 7.6 § 126.9 | 112.52 | 165.3 | 81.2 | 11.3 | 6.0 | 139
e — e

120 | 225 [ 26 | 6.0

olovlolu|lo|le|v|lola|lo|le|N|lo|lue|e(x|lo|la|lo|le(v|loju|o|leo|N|o(ajo|(e|v(lo|la|lo|(x|(d|o|la|leo|e|x|o|a o
8|8|23(8(3|8|8|3|8|8|8|8|2|8|8]8(8|3|8|8(8|8|3|8|8|8|3|3|3|8)8(8|3(3|8|8|8|3|3|3|8|8|3|3|3) i3

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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GT-PW Water-To-Water (50YER) Series

Performance Data — 50YERI20 - Heating

SOURCE LOAD
Flow Flow 15.0 GPM Flow 22.5 GPM Flow 30.0 GPM
EWT EWT
F | gpm WP} "F | HC |Power | HE [LWT [ | WPD | HC |Power| HE |LWT |, .| WPD R HC |Power| HE |LWT |, .| WPD
PSI | FT Mbtuh kW Mbtuh | °F PsI | FT fMbtuh [ kW | Mbtuh | °F PsI | FT fMbtuh | kW [ Mbtuh | °F psI| FT

| 60 | 822 4.86 656 | 715 | 50 | 1.5|35] 826 4.76 66.3 | 67.4 | 51 | 33|77 829 | 4667 | 67.0 | 653 | 52 [ 6.0 13.8
20 | 30.0 (8.0 |186] 80 80.9 6.34 593 | 91.2 | 37 | 1.4 |32] 811 6.22 599 | 872 | 38 [31|7.1] 813 | 6092 | 60.5 | 853 | 3.9 [ 56130
[ 100 | 793 8.23 51.3 | 1108 | 28 | 1.3 |29 793 8.06 518 [1069| 29 |29 (670 793 | 79.01 524 |105.1| 2.9 |53 [123

60 95.6 5.[;1 784 | 733 | 56 | 1.5|3.5] 96.0 4.94 79.2 | 686 | 57 [ 33|77 965 | 48.42 8-0.0 66.3 | 58 | 6.0|13.8
T 93.8 6.55 7.5 929 | 42 [ 14 |32] 941 6.42 72.2 884 | 43 (31|71 944 62.91 73.0 | 86.1 | 44 | 56 (13.0
100 | 917 8.44 629 | 1124 | 32 | 1.3 |29] 91.8 8.27 63.5 | 108.1| 3.3 [29| 6.7 919 | 81.06 | 642 |1059| 3.3 [ 53123
[ 120 | 89.1 10.71 52.6 | 131.9| 24 | 1.2 |27} 89.0 | 10.50 | 53.2 |127.7| 2.5 (2.8 | 6.4 888 |102.87 | 537 |[1257| 25 |51 |11.7
| 60 J 1000 | 513 | 825 | 736 | 57 | 1.5[35] 1005 | 502 | 834 | 689 | 59 |3.3|7.7101.0 | 4923 | 842 | 66.6 | 6.0 | 6.0 [13.8

80 97.9 6.66 75.2 933 | 43 | 1.4 [32] 983 6.53 760 | 87 | 44 |31(71] 986 | 6396 | 76.8 | 86.5 | 45 | 56| 13.0
[ 100 | 057 8.58 66.4 | 112.8 | 3.3 | 1.3 |29] 95.8 8.41 67.1 [1084| 33 |29 (67 959 | 8242 | 67.8 [106.2| 3.4 |53|123
[ 120 | 932 10.89 | 56.0 | 1321 | 25 | 1.2 |27 93.0 | 1067 | 56.6 |128.0| 2.6 [ 2.8 | 6.4 | 929 | 104.60 | 57.2 | 1259 | 2.6 |51 [ 11.7

60 1039 | 5.21 86.1 739 | 58 | 1.5 (35 1044 | 511 87.0 | 69.1 | 6.0 |3.3(77] 1050 | 50.05 | 879 | 66.8 | 6.1 | 6.0|13.8

80 101.8 | 6.77 78.7 934 | 44 | 14 [32] 102.1 6.64 795 | 889 | 45 |31 (71]1025 | 6504 | 80.3 | 86.6 | 46 | 56| 13.0

30 | 225 (441101

30076175 E 99.2 8.73 69.4 | 1129 | 33 | 1.3 |29] 99.3 8.55 70.1 |1086| 34 |29 (67] 994 | 8381 | 70.8 [106.4| 3.5 | 53| 123
120 § 96.1 11.08 583 | 132.3| 25 |12 [27Q 959 [ 1085 | 589 [1282| 26 |28 |64 ] 958 [106.37 | 595 [126.1| 26 |51 [11.7
60 J 108.9 5.2-2 91.1 75.0 | 6.1 | 1.5 |35 1095 | 512 92.0 | 69.7 | 6.3 | 33| 7.7} 1101 5-0.16 930 | 67.2 | 6.4 | 6.0 (138
150 | 15| 35 [ 80 | 1067 | 676 83.6 | 946 | 46 | 1.4 3.2 1071 6.62 845 | 896 | 47 [ 31| 711076 | 64.90 | 854 | 87.0 | 49 [ 5.6 13.0

[ 100 | 1040 | 865 | 745 |1140| 35 | 13|20 1042 | 848 | 753 |1002| 36 | 29|67 | 1044 | 8341 | 761 |1067| 37 |53]123
120 | 1007 | 1001 | 635 | 1334 27 [ 12|27] 1007 | 1069 | 642 |1287| 28 | 28|64 ] 100.6 | 10478 | 649 |1264] 28 |51 |17
60 | 1147 | 520 | 967 | 755 | 64 | 15|35 1154 | 519 | 97.7 | 701 | 65 | 33| 7.7 | 1160 | 50.83 | 987 | 675 | 6.7 | 6.0 | 138
[ 80 | 1118 | 685 | 885 | 951 | 48 | 14 [32] 1123 | 671 | 894 | 90.0 | 49 |34 |71 ] 1127 | 6577 | e03 | 87.4 | 50 |56 [130
100 | 1086 | 877 | 787 |1145| 36 | 13|29 1088 | 859 | 795 [1007| 37 | 29|67 | 1001 | 8422 | 803 |107.1] 38 |53 123
[ 120 | 1052 | 11.06 | 674 |1338] 2.8 | 12|27 1051 | 10.84 | 681 [129.1] 28 | 28| 64 ] 1051 | 106.19 | 688 1268 20 |51 [117
[ 60 [ 1165 | 536 | 1002 | 759 | 65 | 15|35 119.1 | 526 | 1012 | 705 | 66 | 83 | 7.7 | 1198 | 5151 | 1022 | 67.9 | 68 | 60 | 138
80 | 1156 | 694 | 919 | 953 | 49 | 14|32] 1161 | 680 | 928 | 903 | 50 |31 |71 1165 | 66.65 | 938 | 876 | 5.1 | 56130
[ 100 | 1121 | 889 | 818 |1147| 37 | 13 |29] 1123 | 871 | 826 [100.9| 38 |29 |67 ] 1126 | 8535 | 835 |107.3| 39 |53 123
[ 120 ] 1080 | 11.21 | 608 [1340] 28 | 12]27] 1080 | 1098 | 705 [120.3] 20 | 28| 640 107.9 | 107.61] 712 [1270] 20 [ 51 [ 117
60 | 1222 | 540 | 1038 | 768 | 6.6 | 1.5 | 3.5] 122.9 | 530 | 1049 | 70.8 | 68 | 33| 7.7 | 123.7 | 5191 | 106.0 | 68.1 | 7.0 | 60 138
80 | 1196 | 697 | 958 | 963 | 5.0 | 1.4 |32] 1201 | 683 | 96.8 | 908 | 52 [ 31| 7.1] 1207 | 6690 | o790 | 87.8 | 53 | 56130
150 | 14| 32 | 100 | 1163 | 887 | 6.1 |1156| 38 | 1.3 |29] 1166 | 869 | 87.0 | 1104 39 [ 29| 67| 1170 | 8516 | 879 |1075| 40 | 53] 123
[ 120 | 1123 | 1111 | 744 |1349]| 30 | 12|27 1124 | 1089 | 752 [1207| 30 | 28] 64| 1125 [ 10670 | 76.1 [1272] 3.4 |54 |17
| o0 [ 0 | 231 | 683 [ 1398 26 |27 |62 ] 1102 | 12064 691 |1372] 27 [ 50| 115
60 | 129.4 | 546 | 110.8 | 77.4 | 6.9 | 1.5 | 35] 1302 | 535 | 1119 | 71.3 | 7.1 |33 | 7.7 | 1310 | 5243 | 115.1 | 685 | 7.3 | 60| 138
[ 80 | 1257 | 7.04 | 1017 | 969 | 5.2 | 14|32 1263 | 690 | 1027 | 913 | 5.4 |34 | 7.1 ] 1268 | 6757 | 103.8 | 883 | 55 |56 [13.0
50 | 225 | 38|87 100 | 1216 | 896 | 910 |1162| 40 | 1.3 |20] 1219 | 878 | 920 |1109| 41 | 29|67 ] 1223 | 8602 | 929 [1080] 42 | 53] 123
[ 120 | 1172 | 1122 | 789 [1354] 51 [ 12|27 1172 | 1100 | 797 [130.2| 31 |28 |64 ] 1173 | 10777 805 |127.7] 32 |54 | 117
130 1158 | 1243 | 734 [139.9| 27 |27 |62 ] 1157 [ 121.86 | 741 [137.3] 28 50|15
[ 60 | 1330 | 551 | 1142 [ 780 | 7.1 | 15|35 1338 | 5.40 | 115.3 | 71.9 | 7.3 | 33| 7.7 | 1346 | 5296 | 1165 | 69.0 | 7.4 | 6.0] 138
80 | 1204 | 711 | 1051 | 972 | 53 | 14|32] 1300 | 697 | 1062 | 916 | 55 | 31| 7.1 1306 | 68.26 | 1073 | 886 | 56 |56 130
300 | 6.8 [156] 100 | 1250 | 905 | 942 |1164| 41 | 13|29 1254 | 887 | 951 [111.1| 41 |29 |67 1257 | 8689 | 961 | 1082 42 |53 123
[ 120 | 1199 | 1134 | 812 |1356| 31 [ 12|27 1200 | 1111 | 821 [1305| 32 | 28| 6.4 | 1200 | 108.86 | 829 |127.9] 32 |54 |17
_1175 1256 | 747 |1403] 27 |27 620 1174 | 123.00] 754 [137.7] 28 | 50| 115

40 | 225 (41]93

30.0 [ 7.2 |16.6

Table Continued on Next Page

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
Operation below 40°F EWT is based upon 15% methanol antifreeze solution

See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated

Carrier:Turn to the Experts.




Carrier Geothermal Heat Pump Systems

Performance Data — 50YERI20 - Heating

Table Continued from Previous Page

SOURCE LOAD
Flow Flow 15.0 GPM Flow 22.5 GPM Flow 30.0 GPM
EWT EWT
o GPM| WPD Qe ) e | Power | HR | LT | ol WPD Y e |Power | HR | LWT | o | WPD R TC | Power| HR | wT | | WD
psi| FT Mbtuh | kW | Mbtuh | °F psi | FT [ Mbtwh | kW | Mbtuh | °F psi| FT [Mowh | kW | Mbh | °F psi| FT

60 129.7 | 551 1109 | 785 | 6.9 | 1.5 |3.5] 130.5 | 540 1121 [ 717 | 71 |33 | 7.7 | 131.3 | 52.96 | 113.2 | 686 | 7.3 | 6.0 [ 13.8
E 129.6 | 7.09 1054 | 98.1 | 54 | 1.4 |32 130.2 | 6.95 106.5 | 91.8 | 55 | 3.1 | 7.1 | 130.9 | 68.09 | 107.6 | 886 | 5.6 | 56 | 13.0
15.0 | 1.3 | 3.0 | 100 § 127.3 | 8.98 96.7 | 1176 | 42 | 1.3 |29} 127.7 | 8.80 97.7 |1M11.5| 43 | 29|67 | 1282 | 86.27 | 987 |1084| 44 [53[123
[ 120 | 1228 | 11.19 84.7 |136.7| 32 | 1.2 |27 123.0 [ 1097 | 856 |130.9| 3.3 (28| 6.4 | 1232 | 10748 | 865 |128.0| 3.4 |51 |11.7
130 OPERATION NOT RECOMMEND 120.5 | 12.42 | 781 [140.8| 28 | 2.7 | 6.2 ] 120.1 | 120.44 | 79.0 [137.9| 2.9 | 5.0 [ 115

60 ff 1355 | 557 1164 | 79.0 | 71 | 1.5 [3.5) 136.3 | 546 176 | 722 | 7.3 |33 7.7 Q1371 | 53.49 [ 1188 | 69.1 [ 7.5 | 6.0 [ 13.8
[ 80 | 1353 | 7.16 1109 | 987 | 55 [ 1.4 | 3.2 136.0 | 7.02 1121 | 923 | 57 | 31| 711367 | 68.78 | 113.2 | 89.1 | 58 | 56 | 13.0
60 | 225 | 35|81 [ 100 | 1329 | 9.09 101.9 | 118.1| 43 | 1.3 |29 133.3 | 8.90 1029 [ 112.0| 44 | 29| 6.7 | 133.7 | 87.26 | 104.0 [108.9( 4.5 | 53 [ 12.3
W 128.0 | 11.34 89.3 |137.2| 33 | 1.2|27f 1282 | 11.12 90.2 |[131.3| 34 |28 (64| 1283 |108.94| 912 [1285| 3.5 |51 |11.7
130 126.3 | 12.54 | 835 [141.0| 3.0 | 2.7 | 6.2 1259 | 121.65| 844 [138.1| 3.0 | 50| 115
60 140.0 5.63 1208 | 794 | 7.3 [ 1.5 |3.5] 1408 | 551 1220 | 72.6 | 75 | 3.3 | 7.7 | 141.7 | 54.03 | 1232 | 69.5 | 7.7 | 6.0 [ 13.8
E 140.1 7.23 116.4 | 99.0 | 57 | 1.4 |3.2] 1408 | 7.09 116.6 | 926 | 58 [ 3.1 | 7.1 | 1415 | 69.47 | 117.7 | 89.4 | 6.0 | 56 | 13.0
30.0 [ 6.4 | 14.8] 100 § 1376 | 9.19 106.2 (1183 | 44 [ 1.3 |29] 1380 | 9.01 107.3 [ 112.2| 45 | 29| 6.7 | 1385 | 8827 | 108.4 [109.1 | 46 | 53 [12.3
[ 120 | 1324 | 1150 93.2 | 1374 | 34 | 1.2 |2.7] 1326 | 11.27 94.1 [1316| 3.4 | 2.8 | 6.4 ] 1327 | 11042 | 951 [128.7| 3.5 |51 | 11.7
130 129.1 | 122.88 | 87.2 [138.4| 3.1 | 50| 115

e

60 137.2 | 5.62 118.0 | 80.1 | 7.2 | 1.5 3.5 138.1 5.51 1193 | 726 | 7.3 [ 33| 7.7 | 138.9 | 54.00 | 120.5 | 69.2 | 7.5 [ 6.0 [ 13.8
[ 50 | 1396 | 7.21 115.0 [ 100.0 | 57 | 1.4 | 3.2} 140.3 | 7.07 116.2 | 928 | 58 [ 31| 7.1 | 141.1| 69.28 | 117.4 | 89.4 | 6.0 | 56 | 13.0
150 | 12 | 27 [ 100 | 138.3 | 9.01 107.3 [ 1195 | 45 [ 1.3 | 29] 1388 | 8.92 108.4 | 112.6| 46 | 29 | 6.7 | 139.4 | 87.37 | 109.6 [109.3 [ 4.7 | 53 [ 12.3
W 133.3 | 11.27 949 |1385| 35 | 1.2 |27 1336 [ 11.05 | 959 |1320| 3.5 (2.8 | 6.4 | 1339 | 108.27 | 96.9 |1289| 3.6 |51 |11.7
130 130.0 | 120.24 | 88.9 | 1386 3.2 |50 11.5
60 J 1415 | 568 1221 | 807 | 7.3 | 1.5 |35} 1423 | 557 1233 [ 732 | 75 |33 | 7.7 | 143.2 | 54.55 | 1246 | 69.7 | 7.7 | 6.0 [ 13.8
[ 80 | 1450 | 7.20 120.1 | 100.5| 58 | 1.4 |32 145.7 | 7.14 1214 | 933 | 6.0 | 3.1 | 7.1 | 1465 | 69.98 | 1226 | 89.9 | 6.1 | 5.6 | 13.0
70 | 225 (33| 7.6 [ 100 § 144.1 9.22 1127 [ 1199 | 46 | 1.3 |2.9] 1447 | 9.03 1139 [113.1| 47 | 29| 6.7 § 145.2 | 88.50 | 115.0 [109.7 [ 4.8 | 5.3 [ 12.3
W 138.9 | 11.46 99.7 |139.0| 35 | 1.2 |27 1391 | 11.24 | 100.8 | 1324 | 3.6 | 2.8 | 6.4 | 139.4 | 110.11 [ 101.8 | 129.3| 3.7 [ 51| 11.7
130 136.1 | 121.45| 946 | 1389 3.3 [ 50115
| 60 | 146.9 5.74 1273 | 809 | 75 | 1.5 | 3.5 147.8 | 562 1286 | 734 | 7.7 | 3.3 | 7.7 | 148.7 | 55.01 | 129.9 | 70.0 | 7.9 | 6.0 [ 13.8
| 80 | 1508 | 7.36 1257 | 100.7 | 6.0 | 1.4 | 3.2 1516 | 7.21 1269 | 935 | 6.2 | 3.1 |7.1]1523 | 70.69 | 1282 | 90.1 | 6.3 | 56 [ 13.0
30.0 [ 6.1 | 14.1] 100 | 150.1 9.33 118.3 [ 1202 | 4.7 [ 1.3 |29] 150.7 | 9.15 1195 | 1133 | 48 [ 29| 6.7 | 151.3 | 89.65 | 120.7 | 109.9| 4.9 [ 53123
[ 120 | 144.9 | 1166 | 1051 | 1392 36 | 12|27 1452 | 1143 | 1062 [1327| 37 | 2.8 | 6.4 | 1455 | 111.99 | 107.3 | 129.5| 38 | 5.1 [ 1.7
130 140.8 | 122.68 | 98.9 1_39.2 34 50115
60 1447 | 573 1252 | 817 | 74 [ 15|35] 1456 | 562 1265 | 735 | 76 | 3.3 | 7.7 1465 | 55.05 | 127.8 | 69.8 | 7.8 | 6.0 [ 13.8
80 1496 | 7.34 1246 | 101.8 | 6.0 | 1.4 | 3.2 1504 | 7.19 1259 | 939 | 6.1 | 3.1 | 7.1 J151.2 | 7047 | 127.2 | 90.2 | 6.3 | 5.6 | 13.0
16.0 [ 1.1] 25 E 149.3 | 9.21 117.9 [ 1214 | 4.8 | 1.3 | 29] 1499 | 9.03 119.1 | 1138 | 4.9 | 29| 6.7 | 150.6 | 88.47 | 120.4 | 110.2| 5.0 | 53 123
120 | 143.8 | 11.35 | 105.1 | 1404 | 3.7 | 1.2 | 2.7} 144.2 | 11.13 | 106.2 | 133.2| 3.8 | 2.8 | 6.4 | 144.5 [ 109.05 | 107.3 [ 129.8| 3.9 | 51| 1.7
130 139.8 | 120.03 | 98.9 [139.4| 34 | 50| 11.5
60 1475 | 579 127.7 | 823 | 75 | 1.5 |35} 148.4 | 5.67 129.0 | 741 | 7.7 | 33 | 7.7 | 149.3 | 55.61 | 130.3 | 70.3 | 7.9 | 6.0 [ 13.8
80 154.7 741 129.4 | 102.3 | 6.1 | 1.4 [ 3.2 155.5 7.26 130.7 | 943 | 6.3 | 3.1 | 7.1 41563 | 71.18 | 132.0 | 90.6 | 6.4 | 5.6 | 13.0
80 | 225 |31 | 7.1 | 100 | 155.4 | 9.34 1235 | 121.8| 49 | 1.3 |29} 156.0 [ 9.16 1248 [ 114.2| 50 | 29| 6.7 | 156.7 | 89.74 | 126.1 [ 1106 [ 51 | 53 [12.3
[ 120 | 1497 | 1150 | 1102 | 1407 | 38 | 12|27 1501 | 11.35 | 111.3 [1335| 3.9 | 2.8 | 6.4 | 1504 | 111.28 | 1125 | 130.1 | 40 | 5.1 [ 11.7
130 146.2 | 121.25| 104.9 | 139.7| 3.5 [ 5.0 [ 11.5

60 J 1539 | 585 133.9 | 824 | 7.7 | 1.5 |35 1548 | 573 1363 | 742 | 79 | 33| 7.7 1558 | 56.17 | 136.6 | 704 | 81 | 6.0 [ 13.8
[ 80 | 1615 | 7.49 1359 | 102.5| 6.3 | 1.4 | 3.2 1623 | 7.34 137.3 | 945 | 65 | 3.1 |71 1632 | 71.90 | 138.7 | 90.8 | 6.7 | 5.6 | 13.0
30.0 | 5.8 |13.4 E 162.7 | 9.48 130.3 | 122.0| 50 | 1.3 |29} 163.3 | 9.29 1316 | 1144| 52 | 29| 6.7 | 164.0 | 91.03 | 133.0 [ 110.8 | 53 | 53 [ 12.3
120 § 1574 | 11.82 | 1171 | 141.0| 3.9 [ 1.2 |27 157.8 | 11.59 | 1183 [133.8| 4.0 | 2.8 | 6.4 | 158.2 | 113.55 | 119.4 (1304 | 4.1 | 51| 11.7
130 152.5 1_22.47 110.7 [ 139.9| 36 | 50| 11.5

Interpolation is permissible, extrapolation is not

All performance data is based upon the lower voltage of dual voltage rated units

All performance data is based upon a load coaxial heat exchanger of single-walled copper construction. For vented double-wall performance consult the factory
Operation below 40°F EWT is based upon 15% methanol antifreeze solution

See performance data notes for operation in the shaded areas

Performance stated is at the rated power supply, performance may vary as the power supply varies from the rated
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GT-PW Water-To-Water (50YER) Series

Performance Data Selection Notes

For operation in the shaded area when water is used in
lieu of an anti-freeze solution, the LWT (Leaving Water
Temperature) must be calculated. Flow must be maintained

to a level such that the LWT is maintained above 40°F [4.4°C] yd
when the JW3 jumper is not clipped (see example below). / Flow 15.0 GPM
This is due to the potential of the refrigerant temperature WED HC | Power | HE | LWT | o5 WED
being as low as 32°F [0°C] with 40°F [4.4°C] LWT, which ma - e
9 . " o ’ y 33 | 7.7 45.3 270 | 361 | 660 | 49 | 6.0 | 138
lead to a nuisance CL_Jtout due to the activation o_f the Low allan |l 70 ll ma | 3 || s5e | @0 |l 56 | 6s || @e
Temperature Protection. JW3 should never be clipped for 28 | 20 | 67 | 436 | 448 | 283 | 1058 20 | 53 | 123
standard range equipment or systems without antifreeze. gil |83 | w@ || s || 26 | @4 || GBS || @D || RS
4.1 3.1 77 48.7 342 37.0 86.5 4.2 5.6 13.0
3.1 29 6.7 477 4.46 325 106.4 | 3.1 53 123
Example: 23 | 28 | 64 45.6 582 | 258 | 12614 | 23 | 51 | 117
574 3.3 7.7 53.9 2.70 447 67.2 5.8 6.0 13.8
At 50°F EWT (Entering Water Temperature) and 1.5 gpm/ Do DS IR Rt It sl Bl Il Bl
ton, a 3 ton unit has a HE of 22,500 Btuh. To calculate LWT, 6l 2ell aell ma || s | =0 sl 25 | 54 | @z

3.1 71 51.8 3.46 40.0 86.9 4.4 5.6 13.0
29 6.7 50.2 4.51 348 | 106.7 [ 33 | 53 12.3

HE = TD x GPM x 500, where HE = Heat of Extraction (Btuh); oo || oo || @0 || 5 || g llemall 20 | 5q || e
TD = temperature difference (EWT - LWT) and GPM = U.S. \ 77 | 551 | 270 | 458 | 673 | 60 | 60 | 138

Gallons per Minute. 74 | 554 | 344 | 437 | 874 | 47 | 56 | 130
\ 542 | 447 | 390 |107.2| 36 | 53 )2/
584 | 321

rearrange the formula for HE as follows: i 33 | 77 | 520 | 271 | 427 | 669 | 56 | 60 | 138

TD = HE / (GPM x 500) 52.0 . 4 | 1269 | 26 | 5.1
- x ~] 271 | 549 [ 685 | 69 |7
~——L o5 | wel—

TD = 22,500/ (4.5 x 500)
TD = 10°F

LWT = EWT - TD

LWT = 50 - 10 = 40°F

In this example, as long as the EWT does not fall below 50°F, the system will operate as designed. For EWTs below 50°F,
higher flow rates will be required (open loop systems, for example, require at least 2 gpm/ton when EWT is below 50°F).

Carrier:Turn to the Experts.




Carrier Geothermal Heat Pump Systems

Physical Data

Model 036 | 060 120
Compressor (qty) Scroll (1) Scroll (2)
Factory Charge HFC-410A (Ibs) [kg] Per Circuit 4.5[2.04] | 5.5[2.49] 5.5[2.49]
Water Connection Size

Source/Load 1" Swivel 1-1/2 FPT
HWG (in) 1" Swivel 112" FPT
Weight - Operating (lbs) [kg] 348 [158] 360 [163] 726 [329]
Weight - Packaged (Ibs) [kg] 373 [169] 385 [175] 770 [349]
Water Volume (Source)

Gallons (Liters) | ose@e4) | 133(504) | 26501002

Dual isolated compressor mounting

Balanced port expansion valve (TXV

Insulated Source and Load Water Coils standard
Insulated Refrigerant Circuit standard
Compressor on (green) and fault (red) light

Residential Products Technical Guide




GT-PW Water-To-Water (50YER) Series

Dimensions - 50YER036, 50YER060 & 50YER |20

~ 4
/ L —
' 7.3
Required
Servicqe Acc (185cm
Optional
Service Access 1.7
le- (4.3 cm)

Model 036-60

N
A

CEFa

0
1.3 0| 0
0
(3.3cm) \,Y‘k
c oo

Required
Service Access

Model 120
. Water Connections .
Overall Cabinet Electric Access Plugs
1 2 3 4 5 6
Water to E
D F G J K L
L A B Cc Source (gl;‘éf:r) Load Load H\’lVG HWG Low Ex- Pon\:lver
Depth | Width | Height | (Outdoor) Water (Indoor) (Indoor) Water In Water Volt- ternal Suppl
Water In out Water In Water Out Out age Pump PPRly
B in. 30.6 25.4 33 27 9.4 19.4 245 279 30.4 20.9 229 30.9
cm. 77.8 64.5 83.8 6.9 23.9 49.3 62.2 70.9 77.2 53.1 58.2 78.5
T in. 30.6 52.9 37 25.2 25.2 30.1 30.1 34.9 34.9 29.9 31.9 34.4
cm. 77.8 134.4 94 64.0 64.0 76.5 76.5 88.6 88.6 75.9 81.0 87.4
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Carrier Geothermal Heat Pump Systems

Electrical Data

Model Vggzgee Voltage '\\’}:}{g"gag P F'X,Vi E)I(DTurl;mc:)op TLj)rtj‘tl C,i\fcl:TJit F“SEZ/
QTY | RLA | LRA | FLA FLA FLA | Amps | HACR
036 3 208-230/60/1 187/254 1 16.7 79 0.4 4 16.7 20.8 35
060 3 208-230/60/1 187/254 1 26.3 134 0.4 4 26.3 329 50
120 3 208-230/60/1 187/254 2 26.3 134 04 4 52.6 59.2 80

HACR circuit breaker in USA only
Residential units come standard with 75VA transformer, HWG pump, and HWG connections

Residential Products Technical Guide
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50YER120 Electrical Wiring Diagram
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GT-PW Water-To-Water (50YER) Series

Engineering Guide Specifications

General

The water-to-water heating/cooling units shall be supplied completely
factory built for an entering source water temperature range from
20° to 120°F [-6.7° to 48.9°C] and entering load water temperature
range from 50° to 30°F [10.0° to 54.4°C] as standard. Al
equipment listed in this section must be rated in accordance with The
Air Conditioning, Heating and Refrigeration Institute / International
Standards Organization (AHRI/ ISO) and Environmental Testing
Laboratories for United States and Canada (ETL-US-C).The units
shall have the ETL-US-C label.

All'units shall be fully quality tested by factory run testing under
normal operating conditions and water flow rates as described
herein. Quality control system shall automatically perform via
computer: triple leak check, pressure tests, evacuate and accurately
charge system, perform detailed heating and cooling mode tests, and
quality cross check all operational and test conditions to pass/fail
data base. Detailed report card will ship with each unit displaying all
test performance data. Note: If unit fails on any cross check, system
shall not be allowed unit to ship. Serial numbers will be recorded by
factory and furnished to contractor on report card for ease of unit
warranty status. Each unit shall be pallet mounted and shipped in
clear shrink wrap for visual shipping damage inspection.

The units shall be warranted by the manufacturer against defects

in materials and workmanship for a period of 10 years on all parts,
and 10 years on the compressor and refrigerant circuit parts with a
service labor allowance of 5 years for all refrigeration components
and 2 years on other parts. An optional extended warranty is
available for the units, which increases the labor allowance to 10
years on all parts.

Furnish and install Carrier “50YER" Water Source Heat Pumps, as
indicated on the plans. Equipment shall be completely assembled,
piped and internally wired. Capacities and characteristics as listed in
the schedule and the specifications that follow.

Casing and Cabinet

All units must have multiple access panels for serviceability of
compressor compartment. The heat pumps shall be fabricated from
heavy gauge galvanized steel with powder coat paint finish and a
front access panel. Both sides of the steel shall be painted for added
protection. All interior surfaces shall be lined with 1/2 inch [12.7mm]
thick, dual density, acoustic type glass fiber insulation. Insulation
placement shall be designed in a manner that will eliminate any
exposed edges.

Cabinets shall have separate holes and knockouts for entrance of
line voltage and low voltage control wiring. All factory-installed wiring
passing through factory knockouts and openings shall be protected
from sheet metal edges at openings by plastic ferrules.

Unit(s) shall have exterior indicator lights showing, |) compressor
operation (on/off) and 2) unit “fault” status. Contractor shall be
responsible for providing control circuitry and indicator lights for
units not providing this feature.

Refrigerant Circuit

Units shall have a sealed refrigerant circuit including a high efficiency
scroll compressor designed for heat pump operation, a thermostatic
expansion valve for refrigerant metering, a reversing valve, coaxial
(tube in tube) refrigerant to water heat exchangers, and safety
controls including a high pressure switch, low pressure switch (loss of
charge), and low temperature sensors. Access fittings shall be factory
installed on high and low pressure refrigerant lines to facilitate field
service. |20 units shall have 2 independent refrigeration circuits.
Activation of any safety device shall prevent compressor operation
via a microprocessor lockout circuit.

Hermetic compressors shall be internally sprung. The compressor(s)
shall have a dual level vibration isolation system. Compressor(s)

will be mounted on rubber grommets to a large heavy gauge
compressor mounting plate, which is then isolated from the cabinet
base with rubber grommets for maximized vibration attenuation.
Compressor shall have thermal overload protection. Refrigerant to
water heat exchangers shall be of copper inner water tube and steel
refrigerant outer tube design, rated to withstand 625 PSIG [3101
kPa] working refrigerant pressure and 500 PSIG [3101 kPa] working
water pressure. Plate to plate heat exchangers are not acceptable.

Refrigerant metering shall be accomplished by thermostatic
expansion valve only. Expansion valves shall be dual port balanced
types with external equalizer for optimum refrigerant metering, Units
shall be designed and tested for operating ranges of entering water
temperatures from 20° to 120°F. Reversing valve shall be four-way
solenoid activated refrigerant valve, which shall default to heating
mode should the solenoid fail to function.

Electrical

CXM Control - A microprocessor-based compressor controller
(CXM) shall be provided to monitor and control unit operation. The
control shall provide compressor sequencing (120 size), high and

low pressure monitoring, field selectable water coil low temperature
sensing, over/under voltage monitoring, and unit performance sentinel
(UPS).The control shall also provide for water valve connection, a
test mode, short cycle protection, random start-up, as well as fault
LED, fault memory, and intelligent fault retry.

The control shall employ quick attach harness assemblies for low
voltage connections to the control board to aid in troubleshooting or
replacement. An integral terminal block with screw terminals shall be
provided on the control for all field low voltage connections. A circuit
breaker protected 75VA transformer shall be employed. Line voltage
box lugs shall be provided for unit wiring. Units shall have knockouts
for entrance of low and line voltage wiring.
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Carrier Geothermal Heat Pump Systems

Piping

For 036 and 060 size units, supply and return water connections

(and optional HWG connections) shall be of gasketed brass swivel
union type and provide a working pressure rating to 450 psi [3101
kPa]. For 120 units, copper threaded fittings are mechanically fastened
to the cabinet, eliminating the need to use a back-up wrench when
making field piping connections. The threaded copper adaptors shall
be low-temperature soldered to prevent misshaping or weakening of
the fitting, eliminating potential start-up piping leaks. All water piping

shall be insulated to prevent condensation at low liquid temperatures.

Accessories & Options

Hot Water Generator

An optional heat reclaiming desuperheater coil of vented double-wall
construction suitable for potable water shall be provided.The coil and
hot water circulating pump shall be factory mounted inside the unit.
A high limit and low compressor discharge line temperature switch
shall be provided to disable the pump when these conditions occur.

Cupro-Nickel Heat Exchanger
An optional corrosion resistant CuNi coaxial heat exchanger shall be
factory installed in lieu of standard copper construction.

Double-Walled Load Heat Exchanger
An optional double-walled load side heat exchanger shall be factory
installed when unit is dedicated to providing domestic hot water.

Flow Controller (field installed)

A self-contained module shall provide all fluid pumping, fill and
connection requirements for ground-source closed-loop systems

up to 20 GPM.The Flow Controller shall provide | pump isolation
valves and 3-way service valves. Pump heads shall be removable
from the volute for easy replacement. The Flow Controller shall be
enclosed in a polystyrene case and fully insulated with urethane foam
to prevent condensation. The Flow Controller shall have a 5- year
warranty on all parts.

Hose Connection Kit (field installed)

An accessory hose kit shall provide |50psi |" rubber hose with
brass fittings equipped with service pressure/temperature ports for
connection between the unit and Flow Controller.
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Accessories & Warranty

Wiarranty Information

The 2010 standard warranty applies to units ordered on or after July
[,2010. See Carrier's 2010 Limited Express Residential Warranty
Certificate CA234 for specific coverage and limitation.

Carrier residential class heat pumps are backed by a ten-year limited
warranty on all unit parts, including the following accessories when
installed with Carrier units: Flow Controllers & Electric Heaters.

Carrier goes even further to back up its commitment to quality
by including a service labor allowance for the first five years on
refrigeration circuit components and two years on all other parts,
auxiliary heaters and geothermal pumping modules.

The Optional Extended Factory Service Labor Allowance Warranty
offers additional length of term protection to the consumer by
offsetting service labor costs for |10 years.

To order this warranty, contact your Carrier distributor. This coverage
must be purchased within 90 days of unit installation. See Limited
Express Extended Labor Warranty Certificate CA235 for details.




GT-PW Water-To-Water (50YER) Series
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Carrier Geothermal Heat Pump Systems

Notes
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GT-PW Water-To-Water (50YER) Series
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